
2 x WOOD FRAMING
R-13 BATT INSULATION

ALUMINUM EXHAUST PIPE 
PROVIDED BY HOOD 
MANUFACTURER. PROVIDE A 
PIPE INCREASE TO ATTACH TO 
SMALLER SUPPLY METAL 
DUCTS.

HOODED EXHAUST VENT, 
REFER TO SPEC.

2 ROWS CONTINUOUS 
SEALANT AROUND HOOD  
BASE. SEALANT REQ'D AT ALL 
HOODS.

6" MIN. SELF-ADHERED 
FLEXIBLE FLASHING AROUND 
VENT PERIMETER OVER 
WEATHER RESISTIVE BARRIER

EXHAUST AND/OR 
VENT  LINES.  
SLOPE AS REQ'D.  
REFER TO MECH. 
DWG'S.

REDUCER  AS REQ'D

CONTINUOUS 
BEAD OF CAULK 
AROUND VENT 
PIPE

FIBER CEMENT SIDING 
OVER WEATHER 
RESISTIVE BARRIER

5/8" GWB

EXTERIOR SHEATHING

FIRE RATED GYP. BD. ON 
RESILIENT CHANNELS.

SEAL ALL PENETRATIONS 
THROUGH WALLS W/ EXPANDING 
FOAM

- STEP 1 - - STEP 3 - - STEP 4 -

CONTINUE WATER RESISTIVE BARRIER ACROSS 
OPENINGS.VERTICAL SEAMS AT OPENINGS SHOULD BE 
AVOIDED TO SIMPLIFY INSTALLATION.

WATER RESISTIVE BARRIER MANUFACTURER'S 
RECOMMENDED JOINT TAPE TO BE USED AT ALL VERTICAL 
AND HORIZONTAL SEAMS IN ADDITION TO MECHANICAL 
FASTENING.

MECHANICALLY FASTEN WRAP TO EXTERIOR SHEATHING. 
ONLY USE FASTENERS SPECIFIED AND ACCEPTED FOR 
PROJECT CONDITIONS. DO NOT FASTEN EXCESSIVELY.

PROVIDE MATERIAL COMPATIBLE BASE JOINT SEALER 
ALONG BOTTOM EDGE OF WATER RESISTIVE BARRIER AT 
FOUNDATIONS

- STEP 2 -

FOLD FLAP UP TO EXPOSE 
SHEATHING. TEMPORARILY 
TAPE UP TO ALLOW FOR 
QUICK-FLASH INSTALLATION

- STEP 5 - - STEP 6 -

PLINTH BLOCK

SEALANT

FIBER CEMENT SIDING

11 1/4".

1
1

 1
/4

".

C
L

C L

VARIE
S

INSTALL SELF ADHESIVE 
FLEXIBLE FLASHING OVER 
QUICK-FLASH FLANGE 
PERIMETER

HOLE TO BE CUT IN 
SHEATHING & WEATHER 
RESISTIVE BARRIER  
ENSURE THAT W.R.B. IS NOT 
EXCESSIVELY TORN, REPAIR 
RIPS WITH TAPE

QUICK  FLASH FLANGE -
PLACE TOP EDGE UNDER 
SEAM OF RAISED W.R.B. 
FLAP. FASTEN TO WALL PER 
MANUFACTURERS 
RECOMMENDATIONS.

EXPOSED FACE OF QUICK-FLANGE

4" MIN.

INSTALL SEALANT AT 
PERIMETER DO NOT 
INSTALL AT HEAD

NOTE:

FLASHING IS TO BE INSTALLED IN 
THE FOLLOWING ORDER TO 
PROVIDE OVERLAPS INDICATED: 
SILL, JAMB, THEN HEAD. 

INSTALL 5/4" FIBER 
CEMENT PLINTH BLOCK 
OVER QUICK FLASH

FIBER CEMENT PLINTH BLOCK

INSTALL DRYER / EXHAUST COVER -
SEE MANUFACTURER FOR 
INSTALLATION REQUIREMENTS

SEAM OF DUCT TO BE 
LOCATED AT BOTTOM

2
" 

M
IN

.

REPLACE W.R.B. FLAP OVER 
FLANGE

VENTS THAT ARE CLOSE IN PROXIMITY, PROVIDE MINIMUM 
DISTANCE BETWEEN TRIMS OR PROVIDE A SINGLE, LARGER 
PLINTH BLOCK

5/4" X 11 1/4" X 11 1/4"

8" MIN.

DUCT

LINE OF VENT 
COVER

PRE CUT HOLE FOR 
DUCT W/ HOLE SAW 
(VERIFY DUCT SIZE) 
HOLE TO BE 1/4" 
LARGER THAN DUCT

NOTE:

INSTALL METAL DRIP CAP 
FLASHING.  TURN END OF 
FLASHING UP 1/4" TO 
CREATE DAM. TYPICAL AT 
BOTH ENDS OF FLASHING. 
(EXTEND ENTIRE WIDTH OF 
TRIM)

INSTALL SELF ADHESIVE FLEXIBLE 
FLASHING ALONG & OVER EDGE OF 
DRIP CAP FLASHING. EXTEND 
FLEXIBLE FLASHING 4" (MIN.) 
BEYOND EDGE OF TRIM.

NOTCH SIDING AS 
REQUIRED AROUND 
TRIM

PRE-DRILL COUNTER SINK 
FASTENERS & FILL RECESS 
(TYP.)

SIDING

SELF 
ADHESIVE 
FLEXIBLE 
FLASHING 

METAL DRIP 
CAP 
FLASHING

FIBER 
CEMENT 
PLINTH BLOCK

WEATHER 
RESISTIVE 
BARRIER

SEALANT AT 
PERIMETER

SOLDER OR 
WELDED JOINT 
@ DAMS

DRIP EDGE FLASHING

3
"

5/4 X 7 1/4" FIBER CEMENT FASCIA 
BOARD

VENTED FIBER CEMENT SOFFIT

WEATHER BARRIER/
ROOF UNDERLAYMENT

VERTICAL SEAM PANEL

SELF ADHERED MEBRANE STRIP 

MTL. GUTTER & DOWNSPOUT 
SYSTEM WHERE OCCURS.
REFER TO ROOF PLANS  & 
ELEVATIONS FOR LOCATIONS 2 X SUB FASCIA

SEQUENCE #3 - EAVE TO WALL SUB FLASHING 
DETAIL

6"
 

6"

2"
 

6" 

3"

SEQUENCE #2 - EAVE TO WALL SUB FLASHING DETAIL

6"

4"
 

10
" 

6" 

SEQUENCE #1 - EAVE TO WALL SUB FLASHING DETAIL

4"
 

14" - 
18" 

SEQUENCE #4 - EAVE TO WALL COUNTER FLASHING DETAIL

4"
 

APPLY SLOPED TAPE FIRST 
THEN HORIZONTAL TAPE

VERT. 
WALL

VERT. 
WALL

VERT. 
WALL

VERT. 
WALL

NOTE: THIS SEQ. OCCURS BEFORE  THE  RAIN DIVERTER 
ASSEMBLY AND METAL ROOF RAKE FLASHING IS 
INSTALLED AND BEFORE THE ROOF UNDERLAYMENT 
AND WALL BASED WEATHER RESISTIVE BARRIER (I.E. 
FLUID APPLIED) IS INSTALLED.

FLUID APPLIED 
FLASHING 
MESH TAPE -  
WEATHER 
RESISTIVE 
BARRIER 

SELF ADHERED 
MEMBRANE

FLUID APPLIED 
FLASHING 
MESH TAPE -  
WEATHER 
RESISTIVE 
BARRIER 

SELF ADHERED 
FLASHING 
MESH TAPE -  
WEATHER 
RESISTIVE 
BARRIER 

IF EAVE IS NOT 
A FLAT SOFFIT 
FOLLOW 
SLOPED SOFFIT 

NOTE: THIS SEQ. OCCURS BEFORE  THE  RAIN DIVERTER 
ASSEMBLY AND METAL ROOF RAKE FLASHING IS 
INSTALLED AND BEFORE THE ROOF UNDERLAYMENT 
AND WALL BASED WEATHER RESISTIVE BARRIER (I.E. 
FLUID APPLIED) IS INSTALLED.

NOTE: THIS SEQ. OCCURS BEFORE  THE  RAIN DIVERTER 
ASSEMBLY AND METAL ROOF RAKE FLASHING IS 
INSTALLED AND BEFORE THE ROOF UNDERLAYMENT 
AND WALL BASED WEATHER RESISTIVE BARRIER (I.E. 
FLUID APPLIED) IS INSTALLED.

NOTE: THIS SEQ. OCCURS AFTER  THE  DIVERTER 
ASSEMBLY AND ROOF RAKE FLASHING IS INSTALLED BUT 
BEFORE THE UPPER PORTION OF THE WEATHER 
RESISTIVE BARRIER IS INSTALLED.

4"
 

HOLD END OF GUTTER 1 
1/2" AWAY FROM FACE OF 
FINISHED EXTERIOR WALL

CUT LAP SIDING AOUND 
DIVERTER. BACKER ROD 
AND SEAL BETWEEN 
DIVERTER AND SIDING

2.

1.

INSTALL ANGLED 12" WIDE COUNTER FLASHING MESH TAPE (EMBEDDED IN FLUID 
APPLIED WRB) ALONG THE ENTIRE RAKED TOP EDGE OF THE ROOF 
UNDERLAYMENT TO INSURE THAT IT IS LAPPED UP ONTO WALL SHEATHING THAT 
HAS FLUID APPLIED WRB ALREADY INSTALLED. OVERLAP MESH TAPE SO AS TO 
SEAL EDGE OF ROOF UNDERLAMENT TO THE WALL IN A CONTINUOUS LINEAR 
FASHION. EXTEND TAPE RUN 12" MINIMUM BEYOUND FASCIA .

(STEP 4B)

(STEP 5B) LAP F.A. SUB FLASHING 
OVER THE METAL 
DIVERTER ASSEMBLY

METAL DIVERTER ASSEMBLY 
TUCK UNDER LAST SEGMENT 
OF STEP FLASHING

(STEP 6)

(STEP 7)

(STEP 6B) AND EXTEND TO WEATHER 
RESISTIVE BARRIER OVER STEP 
FLASHING ALONG RAKE,  EXTEND 
TO DIVERTER

INSTALL WALL FINISH MATERIAL.

3. 4.

FIBER CEMENT FASCIAEMBED HORIZONTAL LEG OF DIVERTER 
IN ROOFING CEMENT DIRECTLY OVER 
ROOF UNDERLAYMENT

INSTALLATION STEPS 

INSTALL SELF ADHESIVE (SUB) FLASHING TAPE ALONG FULL LENGTH OF LINEAR INTERFACE WHERE ROOF MEETS THE WALL.  
SEAL ONE SIDE TO ROOF DECK AND SEAL OTHER SIDE TO THE WALL SHEATHING. (SEE SEQUENCE DETAIL NUMBER 4).

INSTALL THE PRIMARY WEATHER RESISTIVE BARRIER (I.E. FLUID APPLIED WRB.) OVER GENERAL WALL AREA AROUND THE WALL AND 
ROOF INTERFACE. THEN INSTALL OVERALL ROOF UNDERLAYMENT OVER GENERAL ROOF DECK, LAP ROOF UNDERLAYMENT UP THE 
VERTICAL WALL 4" MINIMUM.

INSTALL THE DIVERTER ASSEMBLY FIRST. DIVERTER SHALL SET ON TOP OF THE ROOF UNDERLAYMENT. 
MOUNT/LOCATE TO ENSURE OUTFLOW EMPTIES INTO GUTTER. THEN INSTALL CONT. METAL FLASHING (LAPPING 
OVER THE DIVERTER ASSEMBLY) THAT RUNS UP THE RAKED ROOF SLOPE. 

INSTALL ADDITIONAL EAVE END FLUID APPLIED MESH 
TAPE FLASHING.

(STEP 2)

(STEP 4)

(STEP 3)

(STEP 5)

FLUID APPLIED WEATHER RESISTIVE BARRIER

CONT. METAL FLASHING

3.

4.

METAL WATER DIVERTER ASSEMBLY

FLUID APPLIED FLASHING MESH TAPE

1.

MATERIAL KEY:

2.

STANDING SEAM METAL ROOF 

FIBER CEMENT LAP SIDING 
OVER FLUID APPLIED 
WEATHER RESISTIVE BARRIER

METAL GUTTER

INSTALL SELF ADHESIVE SUB FLASHING TAPE  AT THE LOWER ROOF EDGE WHERE THE EAVE FASCIA MEETS (OR 
DEAD ENDS INTO) THE VERTICAL WALL. (SEE SEQUENCE DETAILS NUMBERS 1 - 3). 

(STEP 1)

(STEP 6B)

(STEP 4C)

12
" M

IN
. D

IV
ER

TE
R

(STEP 4D)

12
" 

4.

SEE OTHER DETAILS 
FOR WALL ASSEMBLY 
OR ROOF DECK 
INFORMATION

METAL FLASHING

FIBER CEMENT TRIM

FIBER CEMENT PANEL OR LAP 
SIDING

SELF-ADHERED MEMBRANE 
OVER METAL FLASHING

5/8"  GYP. BD.

R-13 BATT INSULATION

WATER RESISTIVE BARRIER

EXTERIOR SHEATHING, SEE 
STRUCTURAL

1/8" SPACE. CONT BED OF 
SEALANT @ PERIMETER

FIBER CEMENT LAP SIDING

SEALANT

PRE-FINISHED "Z" 
CLOSURE

STANDING SEAM 
METAL ROOF

ROOF SHEATHING, 
SEE STRUCTURAL

METAL FLASHING

2
"

LATH STARTER STRIP

FIBER CEMENT LAP SIDING

WEATHER RESISTIVE 
BARRIER OVER METAL 
FLASHING

HIGH TEMPERATURE 
PEEL & STICK 
MEMBRANE
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PENETRATION AND
FLASHING DETAILS

LAKE COUNTY, FL

A5.04

SUMMER BAY
APTS. II

 3" = 1'-0"H1
DRYER/EXHAUST HOOD DETAIL (SIDING)

 12" = 1'-0"H3
DRYER/EXHAUST HOOD INST. DET.

 3" = 1'-0"B1
EAVE FLASHING DETAIL

 1" = 1'-0"D3
RAIN DEFLECTOR & ROOF TO WALL FLASHING DETAIL -  FLUID APPLIED/METAL ROOF

DETAIL SET WHERE WRB = (FLUID APPLIED WEATHER RESISTIVE BARRIER) WITH (FLUID APPLIED FLASHING MESH)

 3" = 1'-0"F1
FLASHING DETAIL @ TRIM BAND

 6" = 1'-0"D1
RAKE FLASHING DETAIL (SIDING)
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