
SLOPE

2
 3

/3
2
" 

M
A

X

5" +/-

24 GA. GALV. 
DRIP EDGE 
FASCIA 
FLASHING 

5/8" FIRE RATED 
EXTERIOR GYP. BD. 
SHEATHING ON 1/2" 
RESILIENT CHANNELS, 
SHIM AS REQUIRED 

NOTE: ALL MTL. FLASHING & SHEATHING SURFACES ARE TO BE PRIMED 
PRIOR TO MEMBRANE INSTALLATION PER MANUFACTURER REQS.

60 MIL ELASTOMERIC 
MEMBRANE APPLIED 
HORIZONTALLY TO DECK 
AND TURNED DOWN OVER 
EDGE OF METAL 
FLASHING

2" MIN. REINFORCED TOPPING 
SLAB - SEE STRUCTURAL

EXTRUDED ALUM. 
DRIP- EDGE T-BAR -
MITER AT 
CORNERS TO 
RETURN BACK TO 
WALL

(2) 60 MIL SPACERS 
AT 16" O.C.

CONT. SEALANT

CONT. SEALANT

WALL MOUNTED 
RAILING 

LINE OF WALL 
FACE (BEYOND)

LINE OF WALL 
FACE (BEYOND)

LINE OF WALL 
FRAMING (BEYOND)

WATER RESISTIVE 
BARRIER

SLOPED TOP 
CHORD TRUSS 
DECK FRAMING, 
SEE STRUCT.

(3) 2x10 PT WOOD 
BEAM SEE STRUCT.

3/4" FLOOR SHEATHING 
- SEE STRUCT.

TRUSS HANGER, 
SEE STRUCT.

EXTERIOR WALL  
SHEATHING - SEE 
STRUCT.

BACKER ROD AND 
SEALANT AT BASE 
OF WALL TO FLOOR.

1/4" : 1'-0" MAX.

8" MIN

4" M
IN

SHEATHING

6"
 M

IN

PLYWOOD 
DECK

NOTE 1

NOTE 1

STEP 2 - SELF-ADHERING RUBBERIZED ASPHALT 
FLASHING (PIECE 1) CUT AND LAP DOWN FACE 
OF DECK

2x FASCIA BOARD

STEP 1 - BEAM - WRAP 
FACE OF BEAM W/ 
MEMBRANE ADHERE MIN. 
4" ON DECK SURFACE 
AND WRAP UNDERSIDE 
OF BEAM

NOTES:

1. ALTERNATE - REPLACE 3-PART SELF-
ADHETING FLASHING ASSEMBLY SHOWN IN 
STEPS 1-3 W/ PREFINISHED METAL FLASHING 
AND SECURE W/NAILS IN TOP VERTICAL PLANE
2. PRIME ALL SHEET METAL AND PLYWOOD 
SURFACES W/ASPHALTIC PRIMER PRIOR TO 
APPLYING MEMBRANE 

8"
 M

IN

PLYWOOD DECK

INSTALL CONTINUOUS SELF-ADHERING 60 MIL 
WATERPROOFING MEMBRANE OVER PERIMETER 
SHEET METAL BASE FLASHING

2x FASCIA 
BOARD

BEAM

1. TYPICAL 6"X6" 24 GA. BASE FLASHING. 
CUT AND FOLD AS SHOWN

2. USE MEMBRANE PATCH W/LAP 
SEALANT AT CORNER TO ENSURE SEAL

EDGE OF WATERPROOFING MEMBRANE ON 
TOP OF FLASHING SET IN LAP SEALANT

8" MIN

4" M
IN

SHEATHING

6"
 M

IN
PLYWOOD DECK

NOTE 
1

SELF-ADHERING RUBBERIZED 
ASPHALT FLASHING (PIECE 2) RUN 
VERTICALLY UP CORNER AND LAP 
OVER PIECE 1

2x FASCIA BOARD
BEAM

ENSURE THAT MEMBRANE 
OVERLAPS WEATHER RESISTIVE 
MEMBRANE

8" M
IN

PLYWOOD DECK

INSTALL CONTINUOUS SELF-ADHERING 30 MIL 
WATERPROOFING MEMBRANE COUNTER FLASHING 
OVER 60 MIL WATERPROOFING MEMBRANE

2x FASCIA 
BOARD

BEAM

8" MIN

4" M
IN

SHEATHING

6"
 M

IN

PLYWOOD DECK

NOTE 1

SELF-ADHERING RUBBERIZED ASPHALT 
FLASHING (PIECE 3) OVER PIECES 1 AND 2 TO 
SEAL OVER "PIN HOLE" AT CORNER

2x FASCIA BOARD

BEAM

8" M
IN

6" WIDE SELF-ADHERING RUBBERIZED 
ASPHALT FLASHING TAPE LAPPED OVER 
ALUMINUM T-BAR

5"
 M

IN

WEEP HOLES (STOP 
MEMBRANE FLASHING SHORT 
OF HOLES)

ALUMINUM T-BAR

FILL CORNER WITH LIQUID 
MASTIC

8"
 M

IN

PLYWOOD DECK

EXTEND METAL FLASHING TO PROTECT 
BIUTHENE MEMBRANE

2x FASCIA 
BOARD

BEAM

24 GAGE GALV. METAL BASE 
FLASHING (TO EDGE OF FASCIA)

3"

2"

SEALANT

CONCRETE TOPPING SLAB

1 1/2" LIGHTWEIGHT CONCRETE TOPPING

FIBER CEMENT TRIM

26 GA. GALVANIZED TERMINATION 
POCKET FLASHING (BEYOND)

60 MIL MEMBRANE ON DECK 
OVER OUTSIDE CORNER 
FLASHING

3/4" FLOOR SHEATHING, SEE 
STRUCT.

WOOD BEAM, SEE STRUCT.

5/8" FIRE RATED EXTERIOR GYP. 
SHEATHING ON RESILIENT 
CHANNELS 

1X2 FIBER CEMENT TRIM

CONT. BEAD OF SEALANT @ 
PERIMETER

1 1/4"X 9 1/4" FIBER CEMENT TRIM

SEALANT & BACKER ROD

EXTRUDED ALUMINUM 
CONCRETE STOP

METAL FLASHING UNDER 
TERMINATION POCKET 
FLASHING

FIBER CEMENT LAP 
SIDING, SEE ELEVATIONS 
FOR TYPE & PATTERN

DRIPE EDGE FLASHING

1/8" GAP. CONT BED OF SEALANT 
@ PERIMETER

FIBER CEMENT TRIM

2" MIN. REINFORCED 
TOPPING SLAB - SEE 
STRUCTURAL

SLOPE

60 MIL ELASTOMERIC 
MEMBRANE APPLIED 
HORIZONTALLY TO 
DECK AND TURNED 
DOWN OVER EDGE 
OF METAL FLASHING

A5.14

E1

5/8" FIRE RATED EXTERIOR GYP. SHEATHING 
ON 1/2" RESILIENT CHANNELS, SHIM TO LEVEL

NOTE: ALL MTL. FLASHING & SHEATHING SURFACES 
ARE TO BE PRIMED PRIOR TO MEMBRANE 
INSTALLATION PER MANUFACTURER REQS.

SLOPED TOP 
CHORD TRUSS 
DECK FRAMING, 
SEE STRUCT.

(3) 2x10 PT WOOD 
BEAM SEE STRUCT.

BALCONY UNIT

3
"

2"

1
' 
- 

3
"6' - 8"

SLOPE

2
"

5/4 x 3-1/2" FIBER CEMENT TRIM - 2 SIDES OF 
PERIMETER AT SIDING

LINE OF FRAMING 
(BEYOND)

A5.14

B7B1

A5.14

FIBER CEMENT PANEL

SEE STRUCTURAL 9/S3.02

1/4" : 1'-0" MAX.

1'
-6

"

EXTERIOR SHEATHING 

R-13 BATT INSULATION

ENGINEERED FLOOR 
TRUSSES, SEE STRUCT.

2X BOTTOM PLATE, 

GYPSUM FLOOR 
TOPPING 
UNDERLAYMENT OVER 
6mm SOUND INSULATION 
OVER FLOOR 
SHEATHING

FLOOR SHEATHING, SEE 
STRUCT.

2" MIN. REINFORCED TOPPING 
SLAB - SEE STRUCTURAL

BALCONY

UNIT

2 X WOOD BLOCKING

FIBER CEMENT SIDING

SELF ADHERED MEMBRANE

5/8" FIRE RATED GYP. BD.

2 X LEDGER

STARTER STRIP

24 GA. GALV. PERIMETER FLASHING (3" 
LAP JOINT SET IN BUTYL FLASHING)

60 MIL MEMBRANE 
WATER PROOFING

30 MIL MEMBRANE WATER PROOFING 
COUNTER FLASHING OVER TOP LEGS OF GALV. 
FLASHING

24 GA. GALV. DRIP FLASHING

5/4 X 5 1/2" FIBER CEMENT TRIM

BACKER ROD & SEALANT

1
/4

" 
M

IN

3"

DOOR, AS SCHEDULED

SELF-ADHESIVE FLEXIBLE 
FLASHING OVER AND INTO 
EDGE OF WATERPROOFING 
PAN WATER PROOFING PAN SET IN A 

FULL BED OF MASTIC. TURN UP 
AT ENDS ALONG JAMB.

P.T. WOOD LEDGER

2" LIGHTWEIGHT CONC. 
TOPPING

FLOOR SHEATHING

INTERIOR BALCONY

3
"

DOOR BOTTOM NEOPRENE 
SEAL

ALUM. THRESHOLD P.T. SHIM

WATER PROOFING MEMBRANE

METAL FLASHING

GYPSUM FLOOR TOPPING 
UNDERLAYMENT OVER 6mm 
SOUND INSULATION OVER 
FLOOR SHEATHING

FLOOR FINISH AS 
SCHEDULED

SLOPE

TOP RAIL 
CASTING MOUNT

BOTTOM RAIL

ALUM. CASTING MOUNT W/(2) 1/4" DIA. 
x 11/4" DRIVE PIN RIVETS OR T-BOLTS
FILL HOLES W/SEALANT PRIOR TO 
APPLICATION

TOP RAIL

SIDE
VIEW

FRONT
VIEW

SIDE
VIEW

SIDE
VIEW

FRONT
VIEW

PICKET

BOTTOM RAIL

1 1/2"X1 1/2"X3/16"ANGLE W/(2) 1/4"DIA 
X 1 1/4"DRIVE PIN RIVETS OR T-BOLTS 
AND (2) #10 X 3/4" S.M.S. FILL HOLES 
W/SEALANT PRIOR TO APPLICATION

5/4 6" X 6" FIBER CEMENT TRIM 

2 X 8 WOOD 
BLOCKING 

2 X 8 WOOD 
BLOCKING 

WOOD FRAMING 
WALL (SEE PLANS 
FOR WALL TYPE 
INFORMATION)

FIBER CEMENT SIDING 
ON WEATHER 
RESISTIVE MEMBRANE

6
" 

M
IN

.

6" MIN.

5/8" FIRE RATED 
GYP. BD.

3/4" GYPSUM FLOOR 
TOPPING 
UNDERLAYMENT

EXTERIOR SHEATHING, 
SEE STRUCTURAL

2" LIGHTWEIGHT CONC. TOPPING

60 MIL. WATER PROOFING SHEET 
MEMBRANE OVER METAL FLASHING

3/4" FLOOR 
SHEATHING, SEE 
STRUCTURAL

2X P.T. SILL PLATE 
OVER CONT. SILL 
SEALER

METAL FLASHING

30 MIL. WATER 
TERMINATION MEMBRANE

105 MIL. WATER PROOFING 
MEMBRANE FLASHING

3/4" FLOOR SHEATHING, SEE STRUCTURAL

WEATHER RESISTIVE BARRIER

FIBER CEMENT LAP SIDING

1/4" THICK STARTER LATH STRIP

SELF ADHERED FLEXIBLE FLASHING OVER 
METAL FLASHING

METAL FLASHING

FIBER CEMENT TRIM

SELF ADHERED FLEXIBLE FLASHING OVER 
MEMBRANE AND WRAP, TYP.

MASTIC @ ALL SEAMS

SEALANT & BACKER ROD

A5.14

B9

EXTERIOR WOOD SHEATHING
R-13 BATT INSULATION

5/8" FIRE RATED GYP. 
BD. ON 1/2" RESILIENT 
CHANNELS

GYPSUM FLOOR TOPPING 
UNDERLAYMENT OVER 6mm 
SOUND INSULATION OVER 
FLOOR SHEATHING

FLOOR SHEATHING, SEE 
STRUCT.

LIGHTWEIGHT 
CONCRETE 
TOPPING

BALCONY UNIT

2X WOOD STUDS

SLOPED TOP CHORD 
TRUSSES

R-19 BATT INSULATION 

SLOPE

DOOR AS SCHEDULED

FLOOR FINISH AS 
SCHEDULED

5/4 X 7-1/2" FIBER CEMENT TRIM

(2)2x8 LEDGER

5/8" FIRE RATED GYP. BD. ON 
1/2" RESILIENT CHANNELS

WATER RESISITIVE BARRIER

R-19 BATT INSULATION AT 
RIM LOCATIONS

1
' 
- 

3
"

FIBER CEMENT LAP 
SIDING

3"
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BALCONY
WATERPROOFING DETAILS

LAKE COUNTY, FL

A5.14

SUMMER BAY
APTS. II

 3" = 1'-0" H1/ A4.20E1
ENLARGED BALC EDGE SECTION

 1 1/2" = 1'-0"F3
WATERPROOFING STEP 1

 1 1/2" = 1'-0"H3
WATERPROOFING STEP 5

 3" = 1'-0"D9
DECK EDGE AT INSIDE CORNER DETAIL

 1 1/2" = 1'-0"F5
WATERPROOFING STEP 2

 1 1/2" = 1'-0"H5
WATERPROOFING STEP 6

 1 1/2" = 1'-0"F7
WATERPROOFING STEP 3

 1 1/2" = 1'-0"H7
WATERPROOFING STEP 7

 1 1/2" = 1'-0"F9
WATERPROOFING STEP 4

 1 1/2" = 1'-0"H9
WATERPROOFING STEP 8

1 : 5H1
BALCONY FLASHING ISOMETRIC

 1" = 1'-0"B3
BALCONY SECTION

 3" = 1'-0"B1
EXT. WALL / BALC. DETAIL - SIDING

 3" = 1'-0"B9
BALC. DOOR THRESHOLD UPPER LEVELS

 1 1/2" = 1'-0"D7
RAIL ATTACHMENT @ FRAME/SIDING

 1 1/2" = 1'-0"D3
TYPICAL BALCONY WALL FLASHING DETAIL

 1" = 1'-0"B7
EXT. WALL AT BALCONY DOOR DETAIL
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