
- STEP 1 - WINDOW SILL MEMBRANEC1 - STEP 2 - JAMB MEMBRANEC5 - STEP 3 - HEAD MEMBRANEC7

INSTALL SILL BLOCKING/BACKDAM 
(IF REQUIRED BY WINDOW 
MANUFACTURER).

DETAIL 'A'

DETAIL 'B'

DETAIL 'C'

NOTE:
ANY CODE-RECOGNIZED PAN 
FLASHING THAT SATISFIES THE 
REQUIREMENTS OF ASTM E2112-
07 MAY BE USED.

NOTE:
SELF-ADHERED FLASHING 
THAT SATISFIES THE 
REQUIREMENTS OF ASTM 
AC148 MAY BE USED

DO NOT LAP JAMB PIECE 
ON TO HEAD (CUT AS 
SHOWN)

SELF-ADHERED FLASHING TAPE FOLDED 
INTO JAMBS AFTER INSTALLATION OF PAN 
FLASHING -
RETURN 4" MIN. AT WALL FACE

EXTERIOR SHEATHING

WALL FRAMING, 
SEE STRUCT.

6
" 
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.

TURN JAMB SIDE FLANGE DOWN 
OVER SILL AND EXTEND PAST SILL 
END PIECE

TAPE JAMB SIDE FLANGE -
TURN AROUND CORNER TO FACE OF 
WALL

EXTEND SILL END 
PIECE PAST JAMB MIN. 
2"

2
" 
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TAPE END DAMN -
TURN UP AT JAMB MIN. 2"

SELF-ADHERED CORNER PATCH -
CENTER ON CORNER

6" MIN.

3
" 
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1/2" MIN.

A

B

C

2" MIN.

TAPE FLASHING OVER SELF-ADHERED 
MEMBRANE TO BE CONTINUOUS ALONG 
SILL.  IF FLEXIBLE FLASHING IS USED FOLD 
TO ALLOW EASE ON INSTALLATION. 
LENGTH OF INITIAL PIECE IS LENGTH OF 
SILL + 12"

TAPE PAN FLASHING

- STEP 1 - DOOR PAN FLASHINGH1

DETAIL 'A'
24 GAUGE GALVENIZED PERIMETER 
FLASHING - SET IN LIQUID MEMBRANE.
PROVIDE 3" MIN. OVERLAPS

DETAIL 'A'

DETAIL 'B'

EXTERIOR SHEATHING

WALL FRAMING

DETAIL 'B'
24 GAUGE GALVENIZED PAN FLASHING -
MODIFIY TO FIT THE R.O. DIMENSIONS -
SET IN LIQUID MEMBRANE OVER 'A' .

- STEP 2 - DOOR PAN FLASHINGH3

DETAIL 'E'
24 GAUGE GALVENIZED CORNER 
FLASHING - SET IN LIQUID MEMBRANE.
ALL CORNERS TO BE SOLDERED

DETAIL 'D'

DETAIL 'E'

DETAIL 'D'
60 MIL MEMBRANE WATERPROOFING -
EXTEND UP WALL - PROVIDE 2-1/2" MIN 
OVERLAP ABOVE METAL FLASHING 
(DETAIL 'B')

EXTERIOR SHEATHING JOINT

DETAIL 'C'

DETAIL 'C'
SELF-ADHERED FLASHING TAPE  FOLDED 
INTO JAMBS AFTER INSTALLATION OF PAN 
FLASHING

- STEP 3 - DOOR PAN FLASHINGH6

DETAIL 'G'
LIQUID MEMBRANE AT ALL SEAMS AND 
OVERLAPS

DETAIL 'F'

DETAIL 'G'

DETAIL 'F'
60 MIL MEMBRANE WATERPROOFING 
INSTALLED AT INSIDE CORNERS- EXTEND 
UP WALL MIN 6"-

- STEP 4 - DOOR PAN FLASHINGH8

DETAIL 'J'
SELF-ADHERED FLASHING TAPE - SET 
OVER TOP EDGE OF INSTALLED FLASHING.

DETAIL 'H'DETAIL 'J'

DETAIL 'H'
METAL FLASHING - TURN ENDS UP TO FORM A 
DAM - TO BE SET IN FULL BED OF MASTIC -

FIRST LAYER AT HEAD-
SELF-ADHERED FLASHING TAPE  SEALED 
OVER WINDOW FLANGE AT HEAD -
EXTEND PAST SIDE EDGES 1" MIN.

THIRD LAYER AT HEAD-
SELF-ADHERED FLASHING 
TAPE  SEALED OVER METAL 
HEAD FLASHING & FIRST LAYER 
-
EXTEND SIDES 4" MIN. PAST 
EDGE OF DRIP FLASHING.

SECOND LAYER AT HEAD-
METAL HEAD DRIP FLASHING- TURN 
END OF FLASHING UP 1/4" TO 
CREATE DAM. TYPICAL AT BOTH 
ENDS.

FIRST HEAD FLASHING 
OVERLAP

1" MIN.

1
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- STEP 6 - WINDOW HEAD FLASHINGE1

SECOND LAYER AT HEAD-
METAL HEAD DRIP FLASHING- TURN 
END OF FLASHING UP 1/4" TO 
CREATE DAM. TYPICAL AT BOTH 
ENDS.

INTERIOR SEALING:
PROVIDE BACKER ROD & URETHANE SEALANT BETWEEN WINDOW AND 
R.O. TO MAINTAIN CONTINUITY OF THE AIR BARRIER. IF GAP IS TOO 
SMALL, USE SEALANT.  IF IT IS USED WITH WALL FLASHING, USE A 
COMPATIBLE SEALANT OF POLYURETHANE, BUTYL OR SILICONE.

- STEP 5 - WINDOW INSTALLATIONC9

APPLY A CONTINUOUS BEAD OF SEALANT AROUND THE 
FULL PERMIETER OF THE BACK SIDE (INTERIOR 
SURFACE) OF THE WINDOW MOUNTING FLANGE.
3/8" MIN. BEAD ACROSS MOUNTING HOLES. 

SEALANT SHALL SQUEEZE OUT OF MOUNTING HOLES 
WHEN INSTALLED

LEAVE (2) 3" GAPS PER 3'-0" OPENING OF 
SEALANT AT BOTTOM/REAR OF SILL TO 
ALLOW FOR DRAINAGE OF INCIDENTAL 
MOISTURE 

INSTALL SPECIFIED WINDOW 
PER MANUFACTURER'S 
INSTRUCTIONS.

SELF-ADHERED FLASHING TAPE 
APPLIED TO WINDOW SILL. 

SELF-ADHERED FLASHING TAPE  
FOLDED INTO HEAD  AFTER 
INSTALLATION OF JAMB FLASHING

12" WIDE WATER RESISTIVE 
BARRIER FLAP -WIDTH OF OPENING

1
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3" MIN. LAP OVER WATER 
RESISTIVE BARRIER

- STEP 7 - WEATHER BARRIER INSTALLATIONE3 - STEP 8 - JAMB FLASHINGE5

SHINGLE WEATHER BARRIER UNDER 
BARRIER FLAP- ADDED AT STEP 1 (PRIOR 
TO SILL MEMBRANE)

WATER RESISTIVE BARRIER - TAPE 
ALL JOINTS, TEARS, HOLES, AND 
CUTS IN WATER RESISTIVE BARRIER 
TO PROVIDE A PROTECTED BUILDING 
ENVELOPE.

HOLD EDGE OF BARRIER BACK 3/4" 
FROM INTERIOR CORNER OF 
WINDOW FLANGE TO ALLOW FOR 
THE SELF-ADHERED FLASHING (IN 
THE NEXT STEP) TO SEAL TO THE 
FLANGE.

COVER INSTALLATION HOLES 
WITH SELF-ADHERED 
FLASHING TAPE  OVER 
WINDOW FLANGES AT JAMB

- STEP 9 - HEAD FLASHINGE7

THIRD LAYER AT HEAD-
SELF-ADHERED FLASHING TAPE OVER 
METAL HEAD FLASHING & FIRST LAYER -
EXTEND SIDES 4" MIN. PAST EDGE OF 
DRIP FLASHING.

- STEP 10 - COMPLETED WINDOWE9

LEAVE BOTTOM OF SILL AREA OPEN FOR 
DRAINAGE, DO NOT APPLY SELF-AHERED 
FLASHING TAPE ACROSS BOTTOM 
WINDOW FLANGE

TAPE SIDES AND BOTTOM OF EXPOSED 
LAPPED WATER RESISTIVE MEMBRANE 
FROM STEP 1

.

NOTE:
USE 9" MIN. TAPE 
WIDTH IN THESE 
STEPS.

NOTE:
USE 9" MIN. TAPE 
WIDTH IN THESE 
STEPS.

NOTE:
USE 9" MIN. TAPE 
WIDTH IN THESE 
STEPS.

NOTE:
USE 6"" MIN. TAPE 
WIDTH IN THESE 
STEPS.

NOTE:
USE 4" MIN. TAPE 
WIDTH IN THESE STEPS.

NOTE:
USE 9" MIN. TAPE 
WIDTH IN THESE 
STEPS.

NOTE:
USE 6" MIN. TAPE 
WIDTH IN THESE 
STEPS.

NOTE:
WATER RESISTIVE BARRIER (NOT 
SHOWN) - INSTALLED AFTER THESE 
STEPS AT THE DOOR - SEE DETAILS 
FOR MORE INFORMATION.
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WINDOW AND DOOR
TAPING PROCEDURES

LAKE COUNTY, FL

A7.03

SUMMER BAY
APTS. II

NOTE: ROLL ALL SELF-
ADHERED MEMBRANES FLAT 
WITH HARD FACED ROLLER TO 
SUBSTRATE OR 
UNDERLAYMENTS AT EACH 
STEP OF THE INSTALLATION
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