
CONC. SLAB 
(SEE STRUCT.)

1 1/2" DIA. 
PAINTED STEEL 

BOTTOM RAIL

STEEL CHANNEL 
STRINGER 
(PAINTED)

PRE-CAST CONC.  
TREADS

STEEL ANGLE BY STAIR 
MANUFACTURER

1 1/2" DIA. 
PAINTED STEEL 

GUARDRAIL
1 1/2" DIA. PAINTED 

STEEL HANDRAIL

1".

T
Y

P
.

(6
.3

9
")

BALUSTER SPACING 
TO REJECT A 4" DIA. 

SPHERE

2
"

EXPANSION ANCHORS 
(SEE STRUCT.)

COMPACTED FILL WITH TERMITE 
TREATMENT

1' - 0"11"

2
' 
- 

0
"

3
' 
- 

6
"

3
' 
- 

0
"

WOOD BEAM, SEE 
STRUCTURAL

STEEL CHANNEL 
STRINGER 
(PAINTED)

FIBER CEMENT 
PANEL

PRE-CAST CONC. 
THREADS

STEEL ANGLE

RISER CLOSURE 
WELDED TO 
STRINGER OR 
BOLTED TO 
UNDERSIDE OF 
STAIR TREAD 

3
'-
6

"

2
"

1 1/2"X1 1/2" STEEL 
GUARD RAIL

1 1/2"X1 1/2" 
STEEL GUARD 
RAIL

BALUSTER 
SPACING TO 
REJECT A 4" DIA. 
SPHERE 

ENGINEERED FLOOR 
TRUSSES, SEE STRUCTURAL

5/8" FIRE RATED GYP. BD. 
ON 1/2" RESILIENT 
CHANNELS. SEE UL #L563

METAL FLASHING

2X4 P.T. WOOD 
BLOCKING

EXTRUDED ALUM. DRIP 
EDGE T-BAR

3/4"X3 1/2" FIBER 
CEMENT TRIM

3/4"X2 1/2" FIBER 
CEMENT TRIM

LIGHTWEIGHT CONC. 
TOPPING

WATER PROOFING SHEET 
MEMBRANE

3/4" FLOOR 
SHEATHING, SEE 
STRUCTURAL

2
'-
1
0

"

2
'-
1
0

"

11" 1"

S
E

E
 P

L
A

N
S

WOOD BEAM, SEE 
STRUCT.

STEEL CHANNEL 
STRINGER 
(PAINTED)

FIBER CEMENT 
PANEL

PRE-CAST CONC. TREADS

STEEL ANGLE

RISER CLOSURE WELDED 
TO STRINGER OR BOLTED 
TO UNDERSIDE OF STAIR 
TREAD 

1 1/4" DIA. PAINTED 
STEEL GUARDRAIL

1 1/4" DIA. PAINTED 
STEEL HANDRAILBALUSTER 

SPACING TO 
REJECT A 4" DIA. 
SPHERE 

ENGINEERED FLOOR 
TRUSSES, SEE STRUCT.

5/8" FIRE RATED  TYPE "C" GYP. BD. 
ON 1/2" RESILIENT CHANNELS

METAL FLASHING

EXTRUDED ALUM. DRIP 
EDGE T-BAR

5/4"X3 1/2" FIBER CEMENT TRIM

5/4"X2 1/2" FIBER CEMENT TRIM

2 1/2" LIGHTWEIGHT CONC. 
TOPPING

WATER PROOFING  
MEMBRANE

3/4" FLOOR SHEATHING, 
SEE STRUCT.

2
"

4
2
" 

M
IN

SLOPE

1 1/4" DIA. PAINTED 
STEEL GUARDRAIL TO 
RETURN BACK TO 
WALL

3 3/4"

SIM.

A2.45

C6

SLOPE

1 1/2" 
CONCRETE 
TOPPING

60 MIL ELASTOMERIC MEMBRANE 
APPLIED HORIZONTALLY TO DECK AND 
TURNED DOWN OVER EDGE OF METAL 
FLASHING

WOOD BEAM, SEE STRUCT.

ENGINEERED FLOOR TRUSSES, 
SEE STRUCT.

3/4" FLOOR SHEATHING, SEE 
STRUCT.

EXTRUDED ALUM. DRIP EDGE 
T-BAR

(2) 60 MIL SPACERS @ 16" O.C.

SELF-ADHERED FLASHING 
MEMBRANE

EXTERIOR SHEATHING

2X4 P.T. WOOD BLOCKING

METAL FLASHING

FIBER CEMENT PANEL 
BOARD

WATER RESISTIVE BARRIER

SELF-ADHERED FLASHING 
MEMBRANE

VERIFY MINIMUM DISTANCE TO SLAB 
EDGE AS SPECIFIED BY RAILING 
MANUFACTURER
BUT NOT LESS THAN 2-1/2"

PRE-DRILL EMBEDMENT AS
PER RAILING 
MANUFACTURER
SPECIFICATIONS

CL

CL

CONCRETE SLAB

TITEN HD ANCHOR  BY
"SIMPSON" SIZE PER RAILING
MANUFACTURER 
SPECICATIONS

RE: PLANS

MIN. 2-1/2"

RAILING POST

NOTE: RAILING MANUFACTURER TO PROVIDE 
ENGINEERED SHOP DRAWINGS.

VERIFY MINIMUM DISTANCE TO SLAB 
EDGE AS SPECIFIED BY RAILING 
MANUFACTURER
BUT NOT LESS THAN 2-1/2"

PRE-DRILL EMBEDMENT AS PER 
RAILING MANUFACTURER
SPECIFICATIONS. DO NOT 
PENETRATE WATER PROOFING 
MEMBRANE

CL

CL

1 1/2" MIN. CONCRETE TOPPING 
OVER WATERPROOFING 
MEMBRANE. VERIFY THICKNESS 
AT POST LOCATION

DROP-IN S.S. THREADED 
EXPANSION SHELL ANCHOR BY 
"SIMPSON". SIZE PER RAILING 
MANUFACTURER SPECICATIONS

RE: PLANS

MIN. 2-1/2"

RAILING POST

NOTE: RAILING MANUFACTURER TO PROVIDE 
ENGINEERED SHOP DRAWINGS.

VERIFY REQUIRED DEPTH OF 
TOPPING FOR ATTACHMENT 
EMBEDMENT DEPTH. DO NOT 
PENETRATE WATER 
PROOFING MEMBRANE

5/8" F.R. GYP. BD. 

1 1/2" DIAM. T.S. HANDRAIL WELDED TO METAL ANGLE 
BRACKETS @ 3'-0" 0.C. MAX.

MIN 2x6 WOOD BLOCKING

2x WOOD FRAMED WALL

5 X 5 TREX MOUNTING BLOCK FOR HANDRAIL 
BRACKETS, TYP. 

R-13  BATT INSULATION (WHERE OCCURS)

G6

A2.45

5/8" F.R. GYP. BD. 

5 X 5 TREX MOUNTING BLOCK FOR HANDRAIL 
BRACKETS, TYP. 

MIN 2x6 WOOD BLOCKING

1 1/2" DIAM. T.S. HANDRAIL MITERED 
& WELDED

END CAP

2x WOOD FRAMED WALL

R-13  BATT INSULATION (WHERE OCCURS)

E6

A2.45

STEEL CHANNEL 
STRINGER (PAINTED)

3/4" STEEL TUBE PICKETS @ 
4" O.C. MAX.

STEEL ANGLE

1 1/2"X1 1/2" STEEL GUARD 
RAIL

1 1/2" DIA. PAINTED STEEL 
HANDRAIL

CONC. FILLED 
METAL PAN TREADS

3'
 - 

0"

1 1/2"

SEE PLANS

1 1/2"

2 1/4"

WOOD BLOCKING 
AS REQUIRED

5/8" F.R. GYP. BD. A2.45

E6
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STAIR DETAILS

LAKE COUNTY, FL

A2.45

SUMMER BAY
APTS. II

 1" = 1'-0"H3
STAIR DETAIL @ LEVEL 1

 1" = 1'-0"F3
STAIR DETAIL @ LANDING

 1" = 1'-0"C3
STAIR DETAIL @ TOP LANDING

 3" = 1'-0" C3/ A2.45C6
ENLARGED LANDING FLASHING DETAIL

 3" = 1'-0"B1
TYPICAL RAILING FLOOR ATTACHMENT

 3" = 1'-0"D1
TYPICAL RAILING FLOOR ATTACHMENT

AT 1ST LEVEL CONCRETE SLAB

AT RAISED FRAME

 1 1/2" = 1'-0"E6
SECTION AT HANDRAIL

 1 1/2" = 1'-0"G6
PLAN DETAIL AT HANDRAIL

 1" = 1'-0"H6
STAIR SECTION
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