
--STC: RATING:58 U3012 HR UL DESIGN:

HEAD

SECTION

SILL

UL RATED SEALANT

SILL SEALER TAPE (AT EXTERIOR WALLS AND 
NON-CLIMATE CONTROLLED CORRIDORS)

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x4 WOOD FRAMED WALL, REFER TO 
STRUCTURAL

W4R e-e

(2) LAYERS 5/8" FIRE RATED GYP BD. 
BOTH SIDES

UL RATED SEALANT

W4 a-b

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

NR N/ASTC: RATING: UL DESIGN:

HEAD

SECTION

SILL

2X TOP PLATE OF WALL

2x4 WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" MOISTURE RESISTANTGYPSUM WALL BOARD 
(BATHROOM SIDE)

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

NR N/AW4 a-m STC: RATING: UL DESIGN:

HEAD

SECTION

SILL

2X TOP PLATE OF WALL

2x4 WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" MOISTURE RESISTANTGYPSUM WALL BOARD 
(BATHROOM SIDE)

ADD CEMENTITIOUS BACKER BOARD TO WALLS ON TILE 
SIDE 

1-HRNR U356

HEAD

SECTION

SILL

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

R-21 BATT INSULATION

WEATHER RESISTIVE BARRIER

FIBER CEMENT SIDING, SEE EXT. ELEVATIONS

5/8" FIRE RATED GYPSUM WALL BOARD

STC: RATING: UL DESIGN:

EXTERIOR

--W6R-c-l STC: RATING:

HEAD

SECTION

SILL

STC: UL DESIGN:

SILL SEALER TAPE (AT EXTERIOR WALLS)

2x6 WOOD FRAMED WALL, REFER TO 
STRUCTURAL

EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

CAST STONE VENEER, SEE SPECS & EXT. 
ELEVATIONS

TOP PLATE 

R-21 BATT INSULATION

MORTAR SETTING BED & SCRATCH COAT ON PAPER 
BACKED MTL. LATH

5/8" FIRE RATED GYP BD.

U3561-HR

EXTERIOR INTERIOR

W4 b-b STC: RATING: UL DESIGN:

HEAD

SECTION

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x4 WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" GYP BD.

N/ANR

SILL

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

NR N/AW4 c-m STC: RATING: UL DESIGN:

HEAD

SECTION

SILL

2X TOP PLATE OF WALL

2x4 WOOD FRAMED WALL, REFER TO STRUCTURAL

R-13 BATT INSULATION, SEE NOTE

W6 b-b STC: RATING: UL DESIGN:

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" GYPSUM WALL BOARD

N/ANR

W4R g-b STC: RATING: UL DESIGN:

HEAD

SECTION

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" GYPSUM WALL BOARD

N/ANR

SILL

RESILIENT CHANNEL

1-HRNR U356

HEAD

SECTION

SILL

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

R-21 BATT INSULATION

WEATHER RESISTIVE BARRIER

FIBER CEMENT PANEL, SEE EXT. ELEVATIONS

5/8" FIRE RATED GYPSUM WALL BOARD

STC: RATING: UL DESIGN:

EXTERIOR

50 U305STC: RATING: UL DESIGN:

HEAD

SECTION

SILL

TOP PLATE 

UL RATED SEALANT

P.T. BOTTOM PLATE  WHERE WALL IS BEARING ON 
CONCRETE.

2x4  WOOD FRAMED WALL, REFER TO STRUCTURAL

 5/8" FIRE RATED GYPSUM WALL BOARD

UL RATED SEALANT

R-13 BATT INSULATION, SEE NOTE

NOTE: PROVIDE INSULATION ONLY AT 

CORRIDOR AND UTILITY ROOM

W4R b-c

NR

NR

NR

NR

1 HR

1 HR

NRW6R c-j

W6R c-h W4R g-m STC: RATING: UL DESIGN:

HEAD

SECTION

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" GYPSUM WALL BOARD

N/ANR

SILL

RESILIENT CHANNEL

1 HR

ADD CEMENTITIOUS BACKER BOARD TO 
WALLS ON BATHROOM SIDE

MTL. DRIP EDGE FLASHING AND TERMITE SHEILD

HEAD

SECTION

SILL

VAPOR BARRIER AT TILE LOCATIONS

1-HRNR U356

HEAD

SECTION

SILL SILL SEALER TAPE (AT EXTERIOR WALLS)

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

R-21 BATT INSULATION

WEATHER RESISTIVE BARRIER

FIBER CEMENT SIDING, SEE EXT. ELEVATIONS

5/8" FIRE RATED GYP BD.

STC: RATING: UL DESIGN:

EXTERIOR

W4R c-h

1-HRNR U356

HEAD

SECTION

SILL
SILL SEALER TAPE (AT EXTERIOR WALLS)

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2x4 TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

(2) LAYERS EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

R-21 BATT INSULATION

WEATHER RESISTIVE BARRIER

FIBER CEMENT SIDING, SEE EXT. ELEVATIONS

(2) LAYERS 5/8" FIRE RATED GYP BD.

STC: RATING: UL DESIGN:

EXTERIOR

W4R i-e

--W6R l-e STC: RATING:

HEAD

SECTION

SILL

STC: UL DESIGN:

SILL SEALER TAPE (AT EXTERIOR WALLS)

2x6 WOOD FRAMED WALL, REFER TO 
STRUCTURAL

EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

CAST STONE VENEER, SEE SPECS & EXT. 
ELEVATIONS

TOP PLATE 

R-21 BATT INSULATION

MORTAR SETTING BED & SCRATCH COAT ON PAPER 
BACKED MTL. LATH

(2) LAYERS 5/8" FIRE RATED GYP BD.

U3561-HR

EXTERIOR INTERIOR

MTL. DRIP EDGE FLASHING AND TERMITE SHEILD

1-HRNR U356

HEAD

SECTION

SILL
SILL SEALER TAPE (AT EXTERIOR WALLS)

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

R-21 BATT INSULATION

WEATHER RESISTIVE BARRIER

FIBER CEMENT SIDING, SEE EXT. ELEVATIONS

(2) LAYERS 5/8" FIRE RATED GYPSUM WALL BOARD

STC: RATING: UL DESIGN:

EXTERIOR

W6R c-e

SILL SEALER TAPE (AT EXTERIOR WALLS)

MTL. DRIP EDGE FLASHING AND TERMITE SHEILD

MTL. DRIP EDGE FLASHING AND TERMITE SHEILD

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE 
USED WHERE WALL IS BEARING ON CONCRETE.

SILL SEALER TAPE (AT EXTERIOR WALLS)

MTL. DRIP EDGE FLASHING AND TERMITE SHEILD

50 U3411 HRSTC: RATING: UL DESIGN:

HEAD

SECTION

SILL

UL RATED SEALANT

SILL SEALER TAPE 

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE 
USED WHERE WALL IS BEARING ON 
CONCRETE.

2X TOP PLATE OF WALL

2x4 WOOD FRAMED WALL, REFER TO 
STRUCTURAL

R-13 BATT INSULATION

5/8" FIRE RATED GYPSUM WALL BOARD, 
TYPICAL

1"

UL RATED SEALANT, TYPICAL BOTH
SIDES OF WALL

2W4R c-c/a-c W6 b-m STC: RATING: UL DESIGN:

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" GYPSUM WALL BOARD

N/ANR NR

HEAD

SECTION

SILL

5/8" MOISTURE RESISTANTGYPSUM WALL BOARD 
(BATHROOM SIDE)

ADD CEMENTITIOUS BACKER BOARD TO WALLS 
ON  TILE SIDE 

5/8" MOISTURE RESISTANTGYPSUM WALL BOARD 
(BATHROOM SIDE)

ADD CEMENTITIOUS BACKER BOARD TO WALLS 
ON  TILE SIDE 

W6R g-b STC: RATING: UL DESIGN:

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" GYPSUM WALL BOARD

N/ANR

RESILIENT CHANNEL

1 HR

HEAD

SECTION

SILL

NR N/AW4 b-j STC: RATING: UL DESIGN:NR

HEAD

SECTION

SILL

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

R-21 BATT INSULATION

WEATHER RESISTIVE BARRIER

FIBER CEMENT PANEL, SEE EXT. ELEVATIONS

5/8" FIRE RATED GYPSUM WALL BOARD

SILL SEALER TAPE (AT EXTERIOR WALLS)

MTL. DRIP EDGE FLASHING AND TERMITE SHEILD

NR N/AW4 b-c STC: RATING: UL DESIGN:

TOP PLATE 

UL RATED SEALANT

P.T. BOTTOM PLATE  WHERE WALL IS BEARING ON 
CONCRETE.

2x WOOD FRAMED WALL, REFER TO STRUCTURAL

5/8" GYP. BD.

UL RATED SEALANT

R-13 BATT INSULATION, SEE NOTE

NOTE: PROVIDE INSULATION ONLY AT 

CORRIDOR AND UTILITY ROOM

NR

HEAD

SECTION

SILL

NRNR U356

HEAD

SECTION

SILL

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED WHERE 
WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x6 WOOD FRAMED WALL, REFER TO STRUCTURAL

EXTERIOR SHEATHING, SEE STRUCTURAL
(FIRST 4'-0" SHALL BE P.T. PLYWOOD)

WEATHER RESISTIVE BARRIER

FIBER CEMENT PANEL, SEE EXT. ELEVATIONS

STC: RATING: UL DESIGN:

EXTERIOR

W6 j-j

SILL SEALER TAPE (AT EXTERIOR WALLS)

MTL. DRIP EDGE FLASHING AND TERMITE SHEILD

--STC: RATING:58 U3012 HR UL DESIGN:

HEAD

SECTION

SILL

UL RATED SEALANT

SILL SEALER TAPE (AT EXTERIOR WALLS AND 
NON-CLIMATE CONTROLLED CORRIDORS)

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x4 WOOD FRAMED WALL, REFER TO 
STRUCTURAL

W6R e-e

(2) LAYERS 5/8" FIRE RATED GYP BD. 
BOTH SIDES

UL RATED SEALANT

--STC: RATING:50 U3051 HR UL DESIGN:

HEAD

SECTION

SILL

UL RATED SEALANT

SILL SEALER TAPE (AT EXTERIOR WALLS AND 
NON-CLIMATE CONTROLLED CORRIDORS)

BOTTOM PLATE OF WALL.  P.T. WOOD TO BE USED 
WHERE WALL IS BEARING ON CONCRETE.

2X TOP PLATE OF WALL

2x4 WOOD FRAMED WALL, REFER TO 
STRUCTURAL

W6R b-b

5/8" FIRE RATED GYP BD. 
BOTH SIDES

UL RATED SEALANT
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PARTITION TYPES

LAKE COUNTY, FL

A0.20

SUMMER BAY
APTS. II

MODIFIERS
  a.  UNFINISHED
  b.  (1) LAYER SHEATHING
  c.  (1) LAYER SHEATHING & INSULATION
  d.  (2) LAYERS SHEATHING
  e.  (2) LAYERS SHEATHING & INSULATION
  f.   (1) LAYER SHEATHING WITH FURRING
  g.  (1) LAYER SHEATHING WITH FURRING & INSULATION
  h.  FIBER CEMENT LAP SIDING, BUILDING WRAP, SHEATHING
  i    FIBER CEMENT LAP SIDING, BUILDING WRAP, (2) LAYERS SHEATHING
  j    FIBER CEMENT PANEL, PLASTIC SHIMS, BUILDING WRAP, SHEATHING
  k.  STONE VENEER
  l.   STONE VENEER, LATH, BUILDING PAPER, BUILDING WRAP, SHEATHING
  m. (1) LAYER M.R. / CEMENTITIOUS SHEATHING
  n.  (1) LAYER M.R. / CEMENTITIOUS SHEATHING & INSULATION
  o.  (2) LAYERS M.R. / CEMENTITIOUS SHEATHING
  p.  (2) LAYERS M.R. / CEMENTITIOUS SHEATHING & INSULATION
  q.  (1) LAYER M.R. / CEMENTITIOUS SHEATHING WITH FURRING
  r.   (1) LAYER M.R. / CEMENTITIOUS SHEATHING WITH FURRING & INSULATION
  s.  SKIM COAT FINISH
  t.   BRICK VENEER, AIRSPACE, BUILDING PAPER, BUILDING WRAP, SHEATHING
  u.  MASONRY 
  v.  (1) LAYER M.R. SHEATHING

PATCHING OR INFILL
  P  =  PATCHING OF WALL (OR INFILL) TO MATCH 
ADJACENT CONSTRUCTION IN EXISTING WALL

SHAFT WALL
  H4  =  4" C-H STUDS
  H2  =  2-1/2" C-H STUDS

STEEL STUD
  S6  =  6" METAL STUDS
  S4  =  3-5/8" METAL STUDS
  S2  =  2-1/2" METAL STUDS
  S1  =  1-5/8" METAL STUDS

WOOD STUD
  W8  = 1-1/2" X 7-1/4" WOOD STUDS 
  W6  = 1-1/2" X 5-1/2" WOOD STUDS 
  W4  = 1-1/2" X 3-1/2" WOOD STUDS 

OTHER
  R  = INDICATES RATED ASSEMBLY

CONCRETE
  C8  =  6" CONCRETE
  C6  =  6" CONCRETE
  C5  =  5" CONCRETE
  C4  =  4" CONCRETE

EXISTING PARTITION
  E  =  EXISTING PARTITION.  

USE MODIFIER FOR FURRING 
OVER EXISTING WALL

FURRING
  F2 = 1-1/2" FURRING
  F4 = 3-1/2" FURRING
  F6 = 5-1/2" FURRING

MASONRY
  M12  =  12" CMU
  M10  =  10" CMU
  M8  =  8" CMU
  M4  =  4" CMU

PARTITION LEGEND:

No. Date Description
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