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FUNCTION OF SPACE: BUSINESS
128 SF/100 GROSS = 2 OCCUPANTS

FUNCTION OF SPACE: 
BUSINESS
140 SF/100 GROSS = 2 
OCCUPANTS

FUNCTION OF SPACE: BUSINESS
169 SF/100 GROSS = 2 OCCUPANTS

FUNCTION OF SPACE: ASSEMBLY - UNCONCENTRATED
257 SF/15 NET = 18 OCCUPANTS

FUNCTION OF SPACE: BUSINESS
169 SF/100 GROSS = 2 OCCUPANTS

FUNCTION OF SPACE: BUSINESS
173 SF/100 GROSS = 2 OCCUPANTS

FUNCTION OF 
SPACE: ASSEMBLY 
- STANDING
122 SF/5 NET = 25 
OCCUPANTS

FUNCTION OF SPACE: EXERCISE 
ROOM
757 SF/50 GROSS = 16 OCCUPANTS

FUNCTION OF 
SPACE: ASSEMBLY -
UNCONCENTRATED
116 SF/15 NET = 8 
OCCUPANTS

FUNCTION OF SPACE: ASSEMBLY 
- UNCONCENTRATED
655 SF/15 NET = 44 OCCUPANTS

FUNCTION OF SPACE: ASSEMBLY -
UNCONCENTRATED
443 SF/15 NET = 30 OCCUPANTS
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TOTAL OCCUPANT LOAD= 150 
OCCUPANTS
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FUNCTION OF 
SPACE: 
MECHANICAL
23 SF/300 GROSS = 
1 OCCUPANTS

757 SF
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MAIL ROOM

CH-104

METAL HEAD FLASHING, 
SET IN A BED OF 
SEALANT ALONG TOP 
OF TRIM

1 1/2"X11 1/4"X11 1/4" KDAT, FIBER CEMENT 
OR PVC TRIM. PAINTED

CHAMFER CORNERS 1" RADIUS

 .063" THICK ALUM. SIGN PANEL W/ BRUSHED 
SILVER BACKGROUND

MALTESE CROSS SYMBOL W/ BRIGHT RED 
REFLECTIVE COLOR

1/4" DIA. COUNTERSUNK SCREW HOLE

1/8" CONT. SEALANT BED 
PERIMETER SURROUND ON 
SIDES & BOTTOM

8"

8"

NOTE: 
SEE ELEVATIONS FOR LOCATION 
IN BUILDINGS
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CONT. SEALANT

NOTE: EXTINGUISHER IN CABINET TO BE MIN. 
4-A:60B:C-10 LB. VERIFY SIZE & TYPE WITH 
LOCAL FIRE OFFICIAL

CONT. SEALANT

LIFE SAFETY NOTES
1. PERMIT REQUIREMENTS BY CONTRACTOR:  THE 

CONTRACTOR IS REQUIRED TO PROVIDE SIGNED & SEALED 
TRUSS DRAWING FOR THE ARCHITECTS REVIEW & 
ACCEPTANCE.  THE CONTRACTOR WILL BE REQUIRED TO 
SUPPLY ACCEPTED SIGNED & SEALED COPY OF THE TRUSS 
SHOP DRAWING TO THE CITY OF LAKE COUNTY, FL BUILDING 
DEPARTMENT PRIOR TO THE FIRST INSPECTION.

2. SEE CH0.02 FOR CODE DATA COMPLYING WITH THE FBC 
BUILDING CODE 2014 (5TH EDITION) BUILDING & 
INTERNATIONAL FIRE PREVENTION CODE 2014 (5TH EDITION).

3. PROVIDE RECESSED PORTABLE FIRE EXTINGUISHERS AS 
REQUIRED BY NFPA 10 STANDARDS FOR PORTABLE FIRE 
EXTINGUISHERS' 2012 EDITION. VERIFY EXACT LOCATION 
AND F.E. TYPE WITH FIRE OFFICIAL.

4. FIRE EXTINGUISHERS IN PUBLIC SPACES SHALL BE LOCATED 
WITHIN 75' TRAVEL DISTANCE.

EMERGENCY LIGHT

ILLUMINATED EXIT SIGN

TRAVEL DISTANCE TO EXIT

FIRE EXTINGUISHER VERIFY EXACT 
LOCATIONS AND TYPES WITH LOCAL 
FIRE OFFICIALS

36" ACCESSIBLE ROUTE

MANEUVERING CLEARANCE SPACE

REQUIRED 1 HOUR FIRE SEPARATION

CLEAR WIDTH AT EXIT DOORS

TACTILE EXIT SIGN.  B.O. LETTERING 
AT 48" AFF. 

MAX. OCCUPANCY SIGN AT 48" AFF.

F.E.C.

LIFE SAFETY LEGEND

XX

S

S2

WOMEN

RADIUS (TYP.)

C

1"
4"

 M
IN

.
1"

1"
1/

2"

1"VARIES1"

IN ACCORDANCE WITH ADA REQUIREMENTS, ALL PERMANENT ROOM IDENTIFICATION 
SIGNS
SHALL BE INSTALLED ON THE WALL ADJACENT TO THE LATCH SIDE OF THE DOOR, AND 
SHALL BE
MOUNTED WITH TACTILE CHARACTERS ON SIGNS SHALL BE LOCATED 48" MIN. ABOVE 
FINISHED FLOOR, MEASURE FORM THE BASELINE OF THE LOWEST TACTILE CHARACTER, 
AND 60" MAX. ABOVE FINISHED FLOOR, MEASURED TO THE HIGHEST TACTILE CHARACTER.

MOUNTING LOCATION FOR SIGN SHALL BE SUCH THAT A PERSON MAY APPROACH  WITHIN 
3" OF THE SIGN WITHOUT
ENCOUNTERING PROTRUDING OBJECTS OR STANDING IN THE SWING OF THE DOOR.  IF 
THERE IS
INSUFFICIENT WALL SPACE ADJACENT TO THE LATCH SIDE OF THE DOOR, THE SIGN SHALL 
BE
MOUNTED ON THE NEAREST ADJACENT WALL.  ADA SIGNAGE SHALL COMPLY WITH THE 
DETAILS
PROVIDED AT THE RIGHT.

TACTILES SIGNS AT DOORS SHALL BE LOCATED SO THAT A CLEAR FLOOR SPACE OF 18" 
MIN. X 18" MIN., CENTERED ON THE TACTILE CHARACTERS, IS PROVIDED BEYOND THE ARC 
OF ANY DOOR SWING BETWEEN CLOSED POSITITION AND 45 DEGREE OPEN POSITITION. 
THEREFORE, THE CENTERLINE OF SIGN SHALL BE 9" MIN. FROM THE DOOR JAMB.

DOOR HANDLES, PULLS, LATCHES, LOCKS AND OTHER OPERATING DEVICES 
SHALL HAVE A SHAPE THAT IS EASY TO GRASP WITH ONE HAND AND DOES NOT 
REQUIRE TIGHT PINCHING OR TWISTING OF THE WRIST TO OPERATE. 
HARDWARE REQUIRED FOR ACCESSIBLE DOOR PASSAGE SHALL BE MOUNTED 
AT 36" (in.) ABOVE FINISH FLOOR. PROVIDE LEVER HARDWARE EQUIV. TO  
SCHLAGE RHODES SERIES.

DOOR CLOSERS SWEEP PERIOD SHALL BE ADJUSTED SO THAT FROM AN OPEN 
POSITION OF 70°, THE DOOR WILL TAKE AT LEAST 3 SECONDS TO MOVE TO  A 
POINT 3 IN. FROM THE LATCH, MEASURED TO THE LEADING EDGE OF THE  DOOR.  
ADJUST FOR 5 LB. MAX FORCE.

ALL PERMANENT ROOM IDENTIFICATION SIGNS SHALL COMPLY WITH THE 
AMERICANS WITH DISABILITIES ACT. SIGNS SHALL BE ADHERED TO SUPPORTING 
SURFACE BY ADHESIVE, SELECTED FOR HIGH STRENGTH AND DURABILITY OF 
BOND BETWEEN SIGN BACKING AND SUPPORTING SURFACE MATERIAL. SIGN 
BACKGROUND SHALL BE MINIMUM 1/8" THICK ACRYLIC PLATE.  BACKGROUND 
COLOR SHALL BE SELECTED BY ARCHITECT FROM MANUFACTURER'S FULL 
RANGE OF STANDARD AND CUSTOM COLORS, AND SHALL PROVIDE AT LEAST 70% 
CONTRAST WITH WHITE FOREGROUND LETTERS.  BACKGROUND FINISH SHALL 
BE NON-GLARE.

ACRYLIC LETTERING SHALL BE RAISED AT LEAST 1/32", AND MAY BE ACHIEVED 
THROUGH SURFACE APPLICATION, ETCHING OR INJECTION MOLDING. ALL 
LETTERS SHALL BE UPPER CASE.  LETTER SIZE SHALL BE AS INDICATED, BUT IN 
NO CASE LESS THAT 5/8" HIGH OR GREATER THAN 2" HIGH.  TYPE STYLE SHALL 
BE  HELVETICA MEDUIM, AND COLOR SHALL BE NON-GLARE WHITE. WHERE MORE 
THAN ONE ROW OF LETTERING IS REQUIRED, THE LEADING (BLAND SPACE) 
BETWEEN ROWS SHALL BE APPROXIMATELY 80% OF THE HEIGHT OF THE 
LETTERING. GRADE 2 BRAILLE REQUIRED, COLOR TO BE SAME AS SIGN 
BACKGROUND.

INTERNATIONAL PICTOGRAM SYMBOLS, WHERE REQUIRED, SHALL BE RAISED AT 
LEAST 1/32" (SIMILAR TO LETTERS), AND SHALL HAVE A MINIMUM 6" HIGH 
VERTICAL FIELD. THE EQUIVALENT VERBAL DESCRIPTION (TEXT) OF THE 
PICTOGRAM SHALL BE PLACED DIRECTLY BELOW THE PICTOGRAM, AND SHALL 
BE ACCOMPANIED BY GRADE 2 BRAILLE. PICTOGRAMS SHALL BE REQUIRED FOR 
THE FOLLOWING ROOM SIGNS:    MEN (MALE ACCESSIBLE RESTROOM) WOMEN 
(FEMALE ACCESSIBLE RESTROOM)

3/
4"

 L
ET

TE
R

IN
G

5
'-
0

" 
M

A
X

9"

L

CL

PLOTTED:

Drawn:

Checked:

Approval:

Date:

Project #:

2555 Temple Trail, Winter Park, FL 32789       (407) 629-0595

www. fuglebergkoch.com   AA26002103

REVISION HISTORY

ISSUE HISTORY

1

No. Date Description

©
 2

0
1
7
  

T
h
es

e
 d

o
cu

m
e
n
ts

 a
n
d
 t

h
e
ir
 c

on
te

n
ts

 a
re

 t
h
e
 p

ro
p
e
rt

y 
o
f 

F
U

G
L
E

B
E

R
G

 K
O

C
H

 -
 A

A
2
6
0
0
2
1
0
3
, 

 a
n
d
 a

re
 is

su
ed

 o
n
ly

 f
or

 t
h
e 

sp
ec

ifi
c
 p

ro
je

c
t 

n
o
te

d
 o

n
 t

h
es

e
 d

ra
w

in
g
s.

 A
n
y 

re
p
ro

d
u
ct

io
n
s,

 r
ev

is
io

n
s
, 

or
 m

od
ifi

c
at

io
n
s 

o
f 

th
e
se

 d
oc

u
m

en
ts

 w
ith

o
u
t 

th
e 

ex
p
re

ss
ed

 w
ri
tt

en
 c

on
se

n
t 

of
 F

u
g
le

b
er

g
 K

oc
h
, 

is
 p

ro
h
ib

ite
d
 b

y 
la

w
.

B

A

C

D

E

F

G

H

1 2 3 4 5 6 7 8 9 10

MICHAEL E. GOVE
FLORIDA LICENSE # AR94111

1 2 3 4 5 6 7 8 9 10

CONSULTANT

B

A

C

D

E

F

G

H

PERMIT REVIEW STAMP

1/18/2018 ISSUE FOR PERMIT

1/22/2018
11:39:59 AM

Author

Checker

Approver

Issue Date

5389

CLUBHOUSE LIFE SAFETY
PLANS

LAKE COUNTY, FL

CH0.05

SUMMER BAY
APTS. II

 3/16" = 1'-0"H1
CLUBHOUSE - LIFE SAFETY PLAN

 1 1/2" = 1'-0"B3
FIRE SIGN DETAIL

 1 1/2" = 1'-0"D9

SEMI RECESSED FIRE EXTINGUISHER
CABINET

 1/2" = 1'-0"H8
PERMANENT IDENTIFICATION SIGN
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