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SECTION 077100 - ROOF SPECIALTIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

 

1. Roof-edge flashings. 

2. Roof-edge drainage systems. 

3. Reglets and counterflashings. 

B. Related Sections: 

1. Division 06 Section "Rough Carpentry” for wood nailers, curbs, and blocking. 

2. Division 07 Section "Sheet Metal Flashing and Trim" for custom- and site-fabricated 

sheet metal flashing and trim. 

3. Division 07 Section "Joint Sealants" for field-applied sealants between roof specialties 

and adjacent materials. 

1.3 PERFORMANCE REQUIREMENTS 

A. General Performance:  Roof specialties shall withstand exposure to weather and resist thermally 

induced movement without failure, rattling, leaking, or fastener disengagement due to defective 

manufacture, fabrication, installation, or other defects in construction. 

1. Temperature Change (Range):  120 deg F (67 deg C), ambient; 180 deg F (100 deg C) 

material surfaces. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated.  Include construction details, material 

descriptions, dimensions of individual components and profiles, and finishes. 

B. Shop Drawings:  Include plans, elevations, keyed details, and attachments to other work.   

C. Samples for Initial Selection:  For each type of roof specialty indicated with factory-applied 

color finishes. 
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D. Samples for Verification:  Made from 12-inch (300-mm) lengths of full-size components 

including fasteners, cover joints, accessories, and attachments. 

1.5 INFORMATIONAL SUBMITTALS 

A. Product Test Reports:  Based on evaluation of comprehensive tests performed by a qualified 

testing agency. 

B. Warranty:  Sample of special warranty. 

1.6 CLOSEOUT SUBMITTALS 

A. Maintenance Data:  For roofing specialties to include in maintenance manuals. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Do not store roof specialties in contact with other materials that might cause staining, denting, 

or other surface damage.  Store roof specialties away from uncured concrete and masonry. 

B. Protect strippable protective covering on roof specialties from exposure to sunlight and high 

humidity, except to extent necessary for the period of roof specialties installation. 

1.8 WARRANTY 

A. Special Warranty on Painted Finishes:  Manufacturer's standard form in which manufacturer 

agrees to repair finish or replace roof specialties that show evidence of deterioration of factory-

applied finishes within specified warranty period. 

1. Fluoropolymer Finish:  Deterioration includes, but is not limited to, the following: 

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244. 

b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214. 

c. Cracking, checking, peeling, or failure of paint to adhere to bare metal. 

2. Finish Warranty Period:  10 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 OFF-RIDGE VENTS 

A. Provide manufactured product style and sizes indicated on drawings. 
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2.2 EXPOSED METALS 

A. Aluminum Sheet:  ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer for 

finish required, with temper as required to suit forming operations and performance required. 

1. Exposed Coil-Coated Finishes: 

a. Two-Coat Fluoropolymer:  AAMA 620.  Fluoropolymer finish containing not less 

than 70 percent PVDF resin by weight in color coat.  Prepare, pretreat, and apply 

coating to exposed metal surfaces to comply with coating and resin manufacturers' 

written instructions. 

2. Color:  As selected by Architect from manufacturer's full range. 

2.3 CONCEALED METALS 

A. Aluminum Sheet:  ASTM B 209 (ASTM B 209M), alloy and temper recommended by 

manufacturer for type of use and structural performance indicated, mill finished. 

B. Aluminum Extrusions:  ASTM B 221 (ASTM B 221M), alloy and temper recommended by 

manufacturer for type of use and structural performance indicated, mill finished. 

2.4 MISCELLANEOUS MATERIALS 

A. General:  Provide materials and types of fasteners, protective coatings, sealants, and other 

miscellaneous items required by manufacturer for a complete installation. 

B. Bituminous Coating:  Cold-applied asphalt emulsion complying with ASTM D 1187. 

C. Asphalt Roofing Cement:  ASTM D 4586, asbestos free, of consistency required for application. 

2.5 GENERAL FINISH REQUIREMENTS 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for 

recommendations for applying and designating finishes. 

B. Protect mechanical and painted finishes on exposed surfaces from damage by applying a 

strippable, temporary protective covering before shipping. 

C. Appearance of Finished Work:  Noticeable variations in same piece are not acceptable.  

Variations in appearance of adjoining components are acceptable if they are within the range of 

accepted Samples and are assembled or installed to minimize contrast. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, to verify actual locations, 

dimensions, and other conditions affecting performance of the Work. 

B. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely anchored. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 UNDERLAYMENT INSTALLATION 

A. Felt Underlayment:  Install with adhesive for temporary anchorage to minimize use of 

mechanical fasteners under roof specialties.  Apply in shingle fashion to shed water, with lapped 

joints of not less than 2 inches (50 mm). 

B. Self-Adhering Sheet Underlayment:  Install wrinkle free.  Apply primer if required by 

underlayment manufacturer.  Comply with temperature restrictions of underlayment 

manufacturer for installation; use primer rather than nails for installing underlayment at low 

temperatures.  Apply in shingle fashion to shed water.  Overlap edges not less than 3-1/2 inches 

(90 mm).  Roll laps with roller.  Cover underlayment within 14 days. 

3.3 INSTALLATION, GENERAL 

A. General:  Install roof specialties according to manufacturer's written instructions.  Anchor roof 

specialties securely in place, with provisions for thermal and structural movement.  Use 

fasteners, solder, protective coatings, separators, sealants, and other miscellaneous items as 

required to complete roof-specialty systems. 

1. Install roof specialties level, plumb, true to line and elevation; with limited oil-canning 

and without warping, jogs in alignment, buckling, or tool marks. 

2. Provide uniform, neat seams with minimum exposure of solder and sealant. 

3. Install roof specialties to fit substrates and to result in watertight performance.  Verify 

shapes and dimensions of surfaces to be covered before manufacture. 

4. Torch cutting of roof specialties is not permitted. 

5. Do not use graphite pencils to mark metal surfaces. 

B. Metal Protection:  Protect metals against galvanic action by separating dissimilar metals from 

contact with each other or with corrosive substrates by painting contact surfaces with 

bituminous coating or by other permanent separation as recommended by manufacturer. 

1. Coat concealed side of uncoated aluminum roof specialties with bituminous coating 

where in contact with wood, ferrous metal, or cementitious construction. 

2. Bed flanges in thick coat of asphalt roofing cement where required by manufacturers of 

roof specialties for waterproof performance. 
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C. Fastener Sizes:  Use fasteners of sizes that will penetrate substrate not less than recommended 

by fastener manufacturer to achieve maximum pull-out resistance. 

D. Seal joints as required for watertight construction.  Place sealant to be completely concealed in 

joint.  Do not install sealants at temperatures below 40 deg F (4 deg C). 

3.4 CLEANING AND PROTECTION 

A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and 

weathering. 

B. Clean and neutralize flux materials.  Clean off excess solder and sealants. 

C. Remove temporary protective coverings and strippable films as roof specialties are installed.  

On completion of installation, clean finished surfaces including removing unused fasteners, 

metal filings, pop rivet stems, and pieces of flashing.  Maintain roof specialties in a clean 

condition during construction. 

D. Replace roof specialties that have been damaged or that cannot be successfully repaired by 

finish touchup or similar minor repair procedures. 

END OF SECTION 077100 


