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SECTION 092216 - NON-STRUCTURAL METAL FRAMING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
1.2 SUMMARY
A.  Section Includes:

1. Non-load-bearing steel framing systems for interior gypsum board assemblies.

1.3 ACTION SUBMITTALS

A.  Product Data: For each type of product.

PART 2 - PRODUCTS

2.1 DESCRIPTION

A.  Fire-Test-Response Characteristics: For fire-resistance-rated assemblies that incorporate non-
load-bearing steel framing, provide materials and construction identical to those tested in
assembly indicated according to ASTM E 119 by an independent testing agency.

B.  STC-Rated Assemblies: For STC-rated assemblies, provide materials and construction identical
to those tested in assembly indicated according to ASTM E 90 and classified according to
ASTM E 413 by an independent testing agency.

C.  Fire-Rated Assemblies: For fire — rated assemblies: provide products listed by designated and
referenced tested assemblies.

2.2 FRAMING SYSTEMS

A.  Resilient Furring Channels: 1/2-inch- (13-mm-) deep, steel sheet members designed to reduce
sound transmission.

1. Configuration: Asymmetrical.
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a. Manufacturers: Subject to compliance with requirements, available manufacturers
offering products that may be incorporated into the Work include, but are not
limited to, the following;

1) Dietrich Metal Framing; RC Series, RCSD resilient channel (Reference
Product ).

2) PAC International, Inc.

3) Kinetics Noise Control, Inc.

23 SUSPENSION SYSTEMS.

A.  Furring Channels (Furring Members):

1. Resilient Furring Channels: 1/2-inch- (13-mm-) deep members designed to reduce sound
transmission.

a. Configuration: Asymmetrical or hat shaped.
b. Manufacturers: Subject to compliance with requirements, available manufacturers
offering products that may be incorporated into the Work include, but are not

limited to, the following;

1) Dietrich Metal Framing; RC Series, RCSD resilient channel (Reference
Product).

2)  PAC International, Inc.

3) Kinetics Noise Control, Inc.

2.4 AUXILIARY MATERIALS
A.  General: Provide auxiliary materials that comply with referenced installation standards.

1. Fasteners for Metal Framing: Of type, material, size, corrosion resistance, holding
power, and other properties required to fasten steel members to substrates.

PART 3 - EXECUTION

3.1 EXAMINATION
A. Examine areas and substrates, with Installer present, and including welded hollow-metal frames,

cast-in anchors, and structural framing, for compliance with requirements and other conditions
affecting performance of the Work.
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33

Proceed with installation only after unsatisfactory conditions have been corrected.

INSTALLATION, GENERAL
Installation Standard: ASTM C 754, except comply with framing sizes and spacing indicated.
1. Gypsum Board Assemblies: Also comply with requirements in ASTM C 840 that apply

to framing installation.

Install supplementary framing, and blocking to support fixtures, equipment services, heavy trim,
grab bars, toilet accessories, furnishings, or similar construction.

Install bracing at terminations in assemblies.

Do not bridge building control and expansion joints with non-load-bearing steel framing
members. Frame both sides of joints independently.

INSTALLING FRAMED ASSEMBLIES

Comply with requirements of indicated and tested assemblies for fire resistance and acoustic

performace.

1. Fire-Resistance-Rated Partitions: Install framing to comply with fire-resistance-rated
assembly indicated and support closures and to make partitions continuous from floor to
underside of solid structure.

2. Sound-Rated Partitions: Install framing to comply with sound-rated assembly indicated.

Resilient Channels:

1. Screw to wood framing.

Installation Tolerance: Install each framing member so fastening surfaces vary not more than
1/8 inch (3 mm) from the plane formed by faces of adjacent framing.

END OF SECTION 092216
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