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SECTION 230529 - HANGERS AND SUPPORTS FOR HVAC PIPING AND EQUIPMENT

PART 1 - GENERAL

1.1 SUMMARY
A.  Section Includes:
1. Metal pipe hangers and supports.
2. Trapeze pipe hangers.
3. Thermal-hanger shield inserts.
4, Fastener systems.
5. Equipment supports.

1.2 PERFORMANCE REQUIREMENTS

A.  Structural Performance: Hangers and supports for HVAC piping and equipment shall withstand
the effects of gravity loads and stresses within limits and under conditions indicated according
to ASCE/SEI 7.
1. Design supports for multiple pipes capable of supporting combined weight of supported
systems, system contents, and test water.
2. Design equipment supports capable of supporting combined operating weight of
supported equipment and connected systems and components.

1.3 SUBMITTALS

A.  Product Data: For each type of product indicated.
PART 2 - PRODUCTS

2.1 METAL PIPE HANGERS AND SUPPORTS

A.  Carbon-Steel Pipe Hangers and Supports:
L. Description: MSS SP-58, Types 1 through 58, factory-fabricated components.
2. Galvanized Metallic Coatings: Pre-galvanized or hot dipped.
3. Nonmetallic Coatings: Plastic coating, jacket, or liner.
4. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to
support bearing surface of piping.
5. Hanger Rods: Continuous-thread rod, nuts, and washer made of carbon steel.
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2.2 TRAPEZE PIPE HANGERS
A.  Description: MSS SP-69, Type 59, shop- or field-fabricated pipe-support assembly made from
structural carbon-steel shapes with MSS SP-58 carbon-steel hanger rods, nuts, saddles, and U-
bolts.
2.3 THERMAL-HANGER SHIELD INSERTS
A.  For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe.

B.  For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe.

C. Insert Length: Extend 2 inches beyond sheet metal shield for piping operating below ambient

air temperature.
2.4 EQUIPMENT SUPPORTS
A.  Description: Welded, pre-fabricated equipment support made from structural carbon-steel
shapes.
2.5 MISCELLANEOUS MATERIALS

A.  Grout: ASTM C 1107, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink and
nonmetallic grout; suitable for interior and exterior applications.
1. Properties: Nonstaining, noncorrosive, and nongaseous.
2. Design Mix: 5000-psi, 28-day compressive strength.

PART 3 - EXECUTION

3.1 HANGER AND SUPPORT INSTALLATION

A.  Metal Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Install hangers,
supports, clamps, and attachments as required to properly support piping from the building
structure.

B.  Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Arrange
for grouping of parallel runs of horizontal piping, and support together on field-fabricated
trapeze pipe hangers.

1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size or
install intermediate supports for smaller diameter pipes as specified for individual pipe
hangers.

C.  Thermal-Hanger Shield Installation: Install in pipe hanger or shield for insulated piping.
D. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts,

washers, and other accessories.
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E.

F.

32

34

Equipment Support Installation: Fabricate from welded-structural-steel shapes.
Install lateral bracing with pipe hangers and supports to prevent swaying.

Load Distribution: Install hangers and supports so that piping live and dead loads and stresses
from movement will not be transmitted to connected equipment.

Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed
maximum pipe deflections allowed by ASME B31.9 for building services piping.

Insulated Piping:
1. Attach clamps and spacers to piping.
a. Piping Operating Above Ambient Air Temperature: Clamp may project through
insulation.
b. Piping Operating Below Ambient Air Temperature: Use thermal-hanger shield
insert with clamp sized to match OD of insert.
c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services
piping.
2. Install MSS SP-58, Type 39, protection saddles if insulation without vapor barrier is
indicated. Fill interior voids with insulation that matches adjoining insulation.
3. Install MSS SP-58, Type 40, protective shields on cold piping with vapor barrier. Shields
shall span an arc of 180 degrees.
4. Shield Dimensions for Pipe: Not less than the following:
a. NPS 1/4 to NPS 3-1/2: 12 inches long and 0.048 inch thick.
b. NPS 4: 12 inches long and 0.06 inch thick.
5. Thermal-Hanger Shields: Install with insulation same thickness as piping insulation.

EQUIPMENT SUPPORTS

Purchase pre-fabricated structural-steel stands to suspend equipment from structure overhead or
to support equipment above floor.

Grouting: Place grout under supports for equipment and make bearing surface smooth.

Provide lateral bracing, to prevent swaying, for equipment supports.

ADJUSTING

Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve
indicated slope of pipe.

Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches.

PAINTING

Galvanized Surfaces: Clean welds, bolted connections, cut ends, and abraded areas and apply
galvanizing-repair paint to comply with ASTM A 780.
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3.5 HANGER AND SUPPORT SCHEDULE

A.  Comply with MSS SP-69 for pipe-hanger selections and applications that are not specified in
piping system Sections.

B.  Use hangers and supports with galvanized metallic coatings for piping and equipment that will
not have field-applied finish.

C.  Use nonmetallic coatings on attachments for electrolytic protection where attachments are in
direct contact with copper tubing.

D.  Use carbon-steel pipe hangers and supports and metal trapeze pipe hangers and attachments for
general service applications.

E. Use padded hangers for piping that is subject to scratching.
F. Use thermal-hanger shield inserts for insulated piping and tubing.

G.  Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in
piping system Sections, install the following types:
1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or
insulated, stationary pipes NPS 1/2 to NPS 30.

H.  Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system
Sections, install the following types:
1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to
NPS 24.
2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4
to NPS 24 if longer ends are required for riser clamps.

L Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system
Sections, install the following types:
1. Steel Turnbuckles (MSS Type 13): For adjustment up to 6 inches for heavy loads.

J. Building Attachments: Unless otherwise indicated and except as specified in piping system
Sections, install the following types:
1. Welded-Steel Brackets: For support of pipes from below, or for suspending from above
by using clip and rod. Use one of the following for indicated loads:
a. Light (MSS Type 31): 750 1b.
b. Medium (MSS Type 32): 1500 Ib.
c. Heavy (MSS Type 33): 3000 Ib.
2. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams.

K.  Saddles and Shields: Unless otherwise indicated and except as specified in piping system
Sections, install the following types:
1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with
insulation that matches adjoining insulation.
2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer
to prevent crushing insulation.
3. Thermal-Hanger Shield Inserts: For supporting insulated pipe.
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L. Comply with MSS SP-69 for trapeze pipe-hanger selections and applications that are not
specified in piping system Sections.

END OF SECTION 230529
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