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SECTION 221316 - SANITARY WASTE AND VENT PIPING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY
A. This Section includes the following for soil, waste, and vent piping inside the building:

1. Pipe, tube, and fittings.

1.3 PERFORMANCE REQUIREMENTS

A. Components and installation shall be capable of withstanding the following minimum working
pressure, unless otherwise indicated:

1. Soil, Waste, and Vent Piping: 10-foot head of water (30 kPa).

1.4 SUBMITTALS

A. Product Data: For pipe, tube, fittings, and couplings.

1.5 QUALITY ASSURANCE
A. Piping materials shall bear label, stamp, or other markings of specified testing agency.
B. Comply with NSF 14, "Plastics Piping Systems Components and Related Materials," for plastic
piping components. Include marking with "NSF-dwv" for plastic drain, waste, and vent piping;

"NSF-drain" for plastic drain piping; "NSF-tubular" for plastic continuous waste piping; and
"NSF-sewer" for plastic sewer piping.

PART 2 - PRODUCTS

2.1 PIPING MATERIALS

A. Refer to Part 3 "Piping Applications" Article for applications of pipe, tube, fitting, and joining
materials.
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2.2

PVC PIPE AND FITTINGS ABOVE AND BELOW SLAB

A. Solid-Wall PVC Pipe: ASTM D 2665, drain, waste, and vent.

B.

1. PVC Socket Fittings: ASTM D 2665, socket type, made to ASTM D 3311, drain, waste,
and vent patterns.

Solvent Cement and Adhesive Primer:

PART 3 - EXECUTION

3.1
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EARTHWORK

Comply with requirements for excavating, trenching, and backfilling specified in Division 31
"Earthwork."

PIPING INSTALLATION

Install piping in concealed locations unless otherwise indicated.
Install piping at indicated slopes.

Install piping free of sags and bends.

Install fittings for changes in direction and branch connections.

Make changes in direction for soil and waste drainage and vent piping using appropriate
branches, bends, and long-sweep bends. Sanitary tees and short-sweep 1/4 bends may be used
on vertical stacks if change in direction of flow is from horizontal to vertical. Use long-turn,
double Y-branch and 1/8-bend fittings if two fixtures are installed back to back or side by side
with common drain pipe. Straight tees, elbows, and crosses may be used on vent lines. Do not
change direction of flow more than 90 degrees. Use proper size of standard increasers and
reducers if pipes of different sizes are connected. Reducing size of drainage piping in direction
of flow is prohibited.

Install soil and waste drainage and vent piping at the following minimum slopes unless
otherwise indicated:

1. Building Sanitary Drain: 2 percent downward in direction of flow for piping NPS 3 and
smaller; 1 percent downward in direction of flow for piping NPS 4 and larger.

2. Vent Piping: 1 percent down toward vertical fixture vent or toward vent stack.

Install underground PVC piping according to ASTM D 2321.

Plumbing Specialties:

1. Install cleanouts at grade and extend to where building sanitary drains connect to building
sanitary sewers in sanitary drainage gravity-flow piping.
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L Do not enclose, cover, or put piping into operation until it is inspected and approved by
authorities having jurisdiction.

3.3 JOINT CONSTRUCTION

A.  Plastic, Nonpressure-Piping, Solvent-Cement Joints: Clean and dry joining surfaces. Join pipe
and fittings according to the following:

1. Comply with ASTM F 402 for safe-handling practice of cleaners, primers, and solvent
cements.
2. PVC Piping: Join according to ASTM D 2855 and ASTM D 2665 Appendixes.
34 CONNECTIONS

A.  Drawings indicate general arrangement of piping, fittings, and specialties.

B.  Connect soil and waste piping to exterior sanitary sewerage piping.
C.  Connect drainage and vent piping to the following:
1. Plumbing Fixtures: Connect drainage piping in sizes indicated, but not smaller than
required by plumbing code.
2. Plumbing Fixtures and Equipment: Connect atmospheric vent piping in sizes indicated,
but not smaller than required by authorities having jurisdiction.
3. Install test tees (wall cleanouts) in conductors near floor and floor cleanouts with cover

flush with floor.

D.  Where installing piping adjacent to equipment, allow space for service and maintenance of
equipment.

3.5 FIELD QUALITY CONTROL

A.  Test sanitary drainage and vent piping according to procedures of authorities having jurisdiction
or, in absence of published procedures, as follows:

1. Test for leaks and defects in new piping and parts of existing piping that have been
altered, extended, or repaired. If testing is performed in segments, submit separate report
for each test, complete with diagram of portion of piping tested.

2. Leave uncovered and unconcealed new, altered, extended, or replaced drainage and vent
piping until it has been tested and approved. Expose work that was covered or concealed
before it was tested.

3. Roughing-in Plumbing Test Procedure: Test drainage and vent piping except outside
leaders on completion of roughing-in. Close openings in piping system and fill with
water to point of overflow, but not less than 10-foot head of water (30 kPa). From 15
minutes before inspection starts to completion of inspection, water level must not drop.
Inspect joints for leaks.
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4. Finished Plumbing Test Procedure: After plumbing fixtures have been set and traps
filled with water, test connections and prove they are gastight and watertight. Plug vent-
stack openings on roof and building drains where they leave building. Introduce air into
piping system equal to pressure of l-inch wg (250 Pa). Use U-tube or manometer
inserted in trap of water closet to measure this pressure. Air pressure must remain
constant without introducing additional air throughout period of inspection. Inspect
plumbing fixture connections for gas and water leaks.

5. Repair leaks and defects with new materials and retest piping, or portion thereof, until
satisfactory results are obtained.
6. Prepare reports for tests and required corrective action.

3.6 CLEANING AND PROTECTION
A.  Clean interior of piping. Remove dirt and debris as work progresses.

B.  Protect drains during remainder of construction period to avoid clogging with dirt and debris
and to prevent damage from traffic and construction work.

C.  Place plugs in ends of uncompleted piping at end of day and when work stops.

END OF SECTION 221316
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