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SECTION 224000 - PLUMBING FIXTURES

PART 1 - GENERAL

1.1

A.

1.4

1.5

1.6

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

SUBMITTALS

Product Data: For each type of plumbing fixture indicated. Include selected fixture and trim,
fittings, accessories, appliances, appurtenances, equipment, and supports. Indicate materials and

finishes, dimensions, construction details, and flow-control rates.

Warranty: Special warranty specified in this Section.

QUALITY ASSURANCE

Source Limitations: Obtain plumbing fixtures, faucets, and other components of each category
through one source from a single manufacturer.

1. Exception: If fixtures, faucets, or other components are not available from a single
manufacturer, obtain similar products from other manufacturers specified for that
category.

WARRANTY

1. Warranty Period for Commercial Applications: One year(s) from date of Substantial
Completion.

PART 2 - PRODUCTS

2.1

SEE CONSTRUCTION DOCUMENTS

PART 3 - EXECUTION

3.1

A.

EXAMINATION

Examine roughing-in of water supply and sanitary drainage and vent piping systems to verify
actual locations of piping connections before plumbing fixture installation.
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B.

32

33

34

3.5

Examine cabinets, counters, floors, and walls for suitable conditions where fixtures will be
installed.

Proceed with installation only after unsatisfactory conditions have been corrected.

INSTALLATION

Assemble plumbing fixtures, trim, fittings, and other components according to manufacturers'
written instructions.

Install floor-mounting fixtures on closet flanges or other attachments to piping or building
substrate.

Install counter-mounting fixtures in and attached to casework.

Install fixtures level and plumb according to roughing-in drawings.

Install water-supply piping with stop on each supply to each fixture to be connected to water
distribution piping. Attach supplies to supports or substrate within pipe spaces behind fixtures.

Install stops in locations where they can be easily reached for operation.

Install trap and tubular waste piping on drain outlet of each fixture to be directly connected to
sanitary drainage system.

Install toilet seats on water closets.

CONNECTIONS

Connect fixtures with water supplies, stops, and risers, and with traps, soil, waste, and vent
piping. Use size fittings required to match fixtures.

FIELD QUALITY CONTROL

Verify that installed plumbing fixtures are categories and types specified for locations where
installed.

Check that plumbing fixtures are complete with trim, faucets, fittings, and other specified
components.

Inspect installed plumbing fixtures for damage. Replace damaged fixtures and components.

ADJUSTING

Operate and adjust faucets and controls. Replace damaged and malfunctioning fixtures, fittings,
and controls.
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B. Operate and adjust disposers and controls. Replace damaged and malfunctioning units and
controls.
C. Replace washers and seals of leaking and dripping faucets and stops.

3.6 CLEANING
A. Clean fixtures, faucets, and other fittings with manufacturers' recommended

B. After completing installation of exposed, factory-finished fixtures, faucets, and fittings, inspect
exposed finishes and repair damaged finishes.

3.7 PROTECTION

A. Provide protective covering for installed fixtures and fittings.
B. Do not allow use of plumbing fixtures for temporary facilities unless approved in writing by
Owner.

END OF SECTION 224000
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