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SECTION 230719 - HVAC PIPING INSULATION

PART 1 - GENERAL

1.1 SUMMARY

A. Section includes insulating the following HVAC piping systems:
1. Refrigerant suction and hot-gas piping, indoors and outdoors.
2. Condensate piping, indoors and outdoors.

1.2 SUBMITTALS

A. Product Data:  For each type of product indicated.

B. Shop Drawings:  
1. Detail demonstrating the application of insulation and field-applied jackets.

1.3 QUALITY ASSURANCE

A. Surface-Burning Characteristics:  For insulation and related materials, as determined by testing 
identical products according to ASTM E 84, by a testing and inspecting agency acceptable to 
authorities having jurisdiction.  Factory label insulation and jacket materials and adhesive, 
mastic, tapes, and cement material containers, with appropriate markings of applicable testing 
agency.
1. Insulation Installed Indoors:  Flame-spread index of 25 or less, and smoke-developed 

index of 50 or less.
2. Insulation Installed Outdoors:  Flame-spread index of 75 or less, and smoke-developed 

index of 150 or less.

PART 2 - PRODUCTS

2.1 INSULATION MATERIALS

A. Products shall not contain asbestos, lead, mercury, or mercury compounds.

B. Foam insulation materials shall not use CFC or HCFC blowing agents in the manufacturing 
process.

C. Flexible Elastomeric Insulation:  Closed-cell, sponge- or expanded-rubber materials. Comply 
with ASTM C 534, Type I for tubular materials.
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2.2 INSULATING CEMENTS

A. Mineral-Fiber, Hydraulic-Setting Insulating and Finishing Cement:  Comply with ASTM C 449.

2.3 ADHESIVES

A. Materials shall be compatible with insulation materials, jackets, and substrates and for bonding 
insulation to itself and to surfaces to be insulated unless otherwise indicated.

B. Flexible Elastomeric Adhesive:  Comply with MIL-A-24179A, Type II, Class I.
1. For indoor applications, use adhesive that has a VOC content of 50 g/L or less when 

calculated according to 40 CFR 59, Subpart D (EPA Method 24).
2. Use adhesive that complies with the testing and product requirements of the California 

Department of Health Services' "Standard Practice for the Testing of Volatile Organic 
Emissions from Various Sources Using Small-Scale Environmental Chambers," 
including 2004 Addenda.

2.4 MASTICS

A. Materials shall be compatible with insulation materials, jackets, and substrates; comply with 
MIL-PRF-19565C, Type II.
1. For indoor applications, use mastics that have a VOC content of 50 g/L or less when 

calculated according to 40 CFR 59, Subpart D (EPA Method 24).

B. Vapor-Barrier Mastic:  Water based; suitable for indoor use on below-ambient services.
1. Water-Vapor Permeance:  ASTM E 96/E 96M, Procedure B, 0.013 perm at 43-mil dry 

film thickness.
2. Service Temperature Range:  Minus 20 to plus 180 deg F.
3. Solids Content:  ASTM D 1644, 58 percent by volume and 70 percent by weight.
4. Color:  White.

2.5 SEALANTS

A. Joint Sealants:
1. Materials shall be compatible with insulation materials, jackets, and substrates.
2. Permanently flexible, elastomeric sealant.
3. Service Temperature Range:  Minus 100 to plus 300 deg F.
4. Color:  White or gray.
5. For indoor applications, use sealants that have a VOC content of 420 g/L or less when 

calculated according to 40 CFR 59, Subpart D (EPA Method 24).
6. Use sealants that comply with the testing and product requirements of the California 

Department of Health Services' "Standard Practice for the Testing of Volatile Organic 
Emissions from Various Sources Using Small-Scale Environmental Chambers," 
including 2004 Addenda.

B. Aluminum Jacket:  Comply with ASTM B 209, Alloy 3003, 3005, 3105, or 5005, Temper H-14.
1. Sheet and roll stock ready for shop or field sizing or factory cut and rolled to size.
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2. Finish:  Embossed. 
3. Thickness:  0.016-inches
4. Moisture Barrier for Outdoor Applications:  2.5-mil-thick polysurlyn.
5. Factory-Fabricated Fitting Covers:

a. Same material, finish, and thickness as jacket.
b. Preformed 2-piece or gore, 45- and 90-degree, short- and long-radius elbows.
c. Tee covers.
d. Flange and union covers.
e. End caps.
f. Beveled collars.
g. Valve covers.
h. Field fabricate fitting covers only if factory-fabricated fitting covers are not 

available.

2.6 SECUREMENTS

A. Aluminum Bands:  ASTM B 209, Alloy 3003, 3005, 3105, or 5005; Temper H-14, 0.020 inch 
thick, 1/2 inch wide with wing seal or closed seal.

PART 3 - EXECUTION

3.1 PREPARATION

A. Surface Preparation:  Clean and dry surfaces to receive insulation.  Remove materials that will 
adversely affect insulation application.

B. Mix insulating cements with clean potable water; if insulating cements are to be in contact with 
stainless-steel surfaces, use demineralized water.

3.2 GENERAL INSTALLATION REQUIREMENTS

A. Install insulation materials, accessories, and finishes with smooth, straight, and even surfaces; 
free of voids throughout the length of piping including fittings, valves, and specialties.

B. Install insulation materials, forms, vapor barriers or retarders, jackets, and thicknesses required 
for each item of pipe system as specified in insulation system schedules.

C. Install accessories compatible with insulation materials and suitable for the service. Install 
accessories that do not corrode, soften, or otherwise attack insulation or jacket in either wet or 
dry state.

D. Install insulation with longitudinal seams at top and bottom of horizontal runs.

E. Install multiple layers of insulation with longitudinal and end seams staggered.

F. Do not weld brackets, clips, or other attachment devices to piping, fittings, and specialties.
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G. Keep insulation materials dry during application and finishing.

H. Install insulation with tight longitudinal seams and end joints. Bond seams and joints with 
adhesive recommended by insulation material manufacturer.

I. Install insulation with least number of joints practical.

J. Where vapor barrier is indicated, seal joints, seams, and penetrations in insulation at hangers, 
supports, anchors, and other projections with vapor-barrier mastic.
1. Install insulation continuously through hangers and around anchor attachments.
2. For insulation application where vapor barriers are indicated, extend insulation on anchor 

legs from point of attachment to supported item to point of attachment to structure. Taper 
and seal ends at attachment to structure with vapor-barrier mastic.

3. Install insert materials and install insulation to tightly join the insert. Seal insulation to 
insulation inserts with adhesive or sealing compound recommended by insulation 
material manufacturer.

4. Cover inserts with jacket material matching adjacent pipe insulation. Install shields over 
jacket, arranged to protect jacket from tear or puncture by hanger, support, and shield.

K. Apply adhesives, mastics, and sealants at manufacturer's recommended coverage rate and wet 
and dry film thicknesses.

L. Cut insulation in a manner to avoid compressing insulation more than 75 percent of its nominal 
thickness.

M. Finish installation with systems at operating conditions. Repair joint separations and cracking 
due to thermal movement.

3.3 PENETRATIONS

A. Insulation Installation at Underground Exterior Wall Penetrations:  Terminate insulation flush 
with sleeve seal. Seal terminations with flashing sealant.

B. Insulation Installation at Aboveground Exterior Wall Penetrations: Install insulation 
continuously through wall penetrations.
1. Seal penetrations with flashing sealant.
2. For applications requiring indoor and outdoor insulation, install insulation for outdoor 

applications tightly joined to indoor insulation ends.  Seal joint with joint sealant.
3. Extend jacket of outdoor insulation outside wall flashing and overlap wall flashing at 

least 2 inches.
4. Seal jacket to wall flashing with flashing sealant.

C. Insulation Installation at Interior Wall and Partition Penetrations (That Are Not Fire Rated):  
Install insulation continuously through walls and partitions.

D. Insulation Installation at Fire-Rated Wall and Partition Penetrations:  Install insulation 
continuously through penetrations of fire-rated walls and partitions.
1. Comply with the requirements in the specifications for firestopping and fire-resistive 

joint sealers.
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E. Insulation Installation at Floor Penetrations:
1. Pipe:  Install insulation continuously through floor penetrations.
2. Seal penetrations through fire-rated assemblies.  Comply with the requirements in the 

specifications for firestopping.

3.4 GENERAL PIPE INSULATION INSTALLATION

A. Insulation Installation on Fittings, Valves, and Unions:
1. Install insulation over fittings, valves, unions, and other specialties with continuous 

thermal and vapor-retarder integrity unless otherwise indicated.
2. Insulate pipe elbows using preformed fitting insulation or mitered fittings made from 

same material and density as adjacent pipe insulation. Each piece shall be butted tightly 
against adjoining piece and bonded with adhesive. Fill joints, seams, voids, and irregular 
surfaces with insulating cement finished to a smooth, hard, and uniform contour that is 
uniform with adjoining pipe insulation.

3. Insulate tee fittings with preformed fitting insulation or sectional pipe insulation of same 
material and thickness as used for adjacent pipe.  Cut sectional pipe insulation to fit.  Butt 
each section closely to the next and hold in place with tie wire.  Bond pieces with 
adhesive.

4. Insulate valves using preformed fitting insulation or sectional pipe insulation of same 
material, density, and thickness as used for adjacent pipe. Overlap adjoining pipe 
insulation by not less than two times the thickness of pipe insulation, or one pipe 
diameter, whichever is thicker. For valves, insulate up to and including the bonnets, valve 
stuffing-box studs, bolts, and nuts. Fill joints, seams, and irregular surfaces with 
insulating cement.

5. Cover segmented insulated surfaces with a layer of finishing cement and coat with a 
mastic. Install vapor-barrier mastic for below-ambient services. Reinforce the mastic with 
fabric-reinforcing mesh. Trowel the mastic to a smooth and well-shaped contour.

B. Insulate instrument connections for test connections, sensors, and switches on insulated pipes.  
Shape insulation at these connections by tapering it to and around the connection with insulating 
cement and finish with finishing cement, mastic, and flashing sealant.

3.5 INSTALLATION OF FLEXIBLE ELASTOMERIC INSULATION

A. Seal longitudinal seams and end joints with manufacturer's recommended adhesive to eliminate 
openings in insulation that allow passage of air to surface being insulated.

B. Insulation Installation on Pipe Fittings and Elbows:
1. Install mitered sections of pipe insulation.
2. Secure insulation materials and seal seams with manufacturer's recommended adhesive to 

eliminate openings in insulation that allow passage of air to surface being insulated.

C. Insulation Installation on Valves and Pipe Specialties:
1. Install preformed valve covers manufactured of same material as pipe insulation when 

available.
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2. When preformed valve covers are not available, install cut sections of pipe and sheet 
insulation to valve body.  Arrange insulation to permit access to packing and to allow 
valve operation without disturbing insulation.

3. Install insulation to flanges as specified for flange insulation application.
4. Secure insulation to valves and specialties and seal seams with manufacturer's 

recommended adhesive to eliminate openings in insulation that allow passage of air to 
surface being insulated.

3.6 FIELD-APPLIED JACKET INSTALLATION

A. Where metal jackets are indicated, install with 2-inch overlap at longitudinal seams and end 
joints. Overlap longitudinal seams arranged to shed water. Seal end joints with weatherproof 
sealant recommended by insulation manufacturer. Secure jacket with aluminum bands 12 inches 
o.c. and at end joints.

3.7 FINISHES

A. Flexible Elastomeric Thermal Insulation:  After adhesive has fully cured, apply two coats of 
insulation manufacturer's recommended protective coating.

B. Color:  White.  Vary first and second coats to allow visual inspection of the completed Work.

C. Do not field paint aluminum jackets.

3.8 PIPING INSULATION SCHEDULE

A. Indoor Piping
1. Refrigerant Suction and Hot-Gas Piping:  Flexible elastomeric, 1 inch thick.
2. Refrigerant Suction and Hot-Gas Flexible Tubing:  Flexible elastomeric, 1 inch thick.
3. Condensate Piping:  Flexible elastomeric, 1 inch thick.

B. Outdoor Aboveground Piping
1. Refrigerant Suction and Hot-Gas Piping:  Flexible elastomeric, 2 inch thick.
2. Refrigerant Suction and Hot-Gas Flexible Tubing:  Flexible elastomeric, 2 inch thick.

C. Outdoor Underground Piping
1. Condensate Piping:  None.

3.9 FIELD-APPLIED JACKET AND FINISH SCHEDULE

A. Indoors
1. Apartments:  Finish with insulation manufacturer's recommended protective coating.  
2. Clubhouse and Ancillary Buildings:  Finish with insulation manufacturer's recommended 

protective coating.  

B. Outdoors
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1. Apartments:  Finish with insulation manufacturer's recommended protective coating with 
UV inhibitors.  

2. Clubhouse and Ancillary Buildings:  Install aluminum jacket over insulation material.  

END OF SECTION 230719
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