THE ROBERT
FT. MYERS, FL.

FK PROJECT No. 5592

SECTION 055000 - METAL FABRICATIONS

PART 1 - GENERAL

1.1

A.

1.2

A.

B.

1.3

A.

B.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary

Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

1. Shelf angles and clip angles.

2. Loose bearing and leveling plates.
3. Elevator lifting beams.

Products furnished, but not installed, under this Section:

1. Loose steel lintels.

ACTION SUBMITTALS
Product Data: For the following:

1. Paint products.
2. Grout.

Shop Drawings: Show fabrication and installation details for metal fabrications.

1. Include plans, elevations, sections, and details of metal fabrications and their

connections. Show anchorage and accessory items.

PART 2 - PRODUCTS

2.1

A.

2.2

A.

METALS, GENERAL

Metal Surfaces, General: Provide materials with smooth, flat surfaces without blemishes.

FERROUS METALS

Steel Plates, Shapes, and Bars: ASTM A 36/A 36M.
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A.

24

2.5

2.6

MISCELLANEOUS MATERIALS

Low-Emitting Materials: Paints and coatings shall comply with the testing and product
requirements of the California Department of Health Services' "Standard Practice for the
Testing of Volatile Organic Emissions from Various Sources Using Small-Scale Environmental
Chambers."

Universal Shop Primer: Fast-curing, lead- and chromate-free, universal modified-alkyd primer
complying with MPI#79 and compatible with topcoat.

Galvanizing Repair Paint: High-zinc-dust-content paint complying with SSPC-Paint 20 and
compatible with paints specified to be used over it.

Bituminous Paint: Cold-applied asphalt emulsion complying with ASTM D 1187.

Nonshrink, Nonmetallic Grout: Factory-packaged, nonstaining, noncorrosive, nongaseous grout
complying with ASTM C 1107. Provide grout specifically recommended by manufacturer for
interior and exterior applications.

SHELF AND CLIP ANGLES

Fabricate shelf and clip angles from steel angles of sizes indicated and for attachment to
substrate framing. Provide horizontally slotted holes to receive 3/4-inch (19-mm) bolts, spaced
not more than 6 inches (150 mm) from ends and 24 inches (600 mm) o.c., unless otherwise
indicated.

Galvanize shelf angles and miscellaneous steel fabrications and profiles located in exterior walls
and elevator hoistways.

LOOSE STEEL LINTELS

Fabricate loose steel lintels from steel angles and shapes of size indicated for openings and
recesses in masonry walls and partitions at locations indicated.

Galvanize loose steel lintels and miscellaneous steel fabrications and profiles located in exterior
walls.

Prime all other loose steel lintels not located in exterior walls with zinc-rich primer.

STEEL AND IRON FINISHES

Galvanizing: Hot-dip galvanize items as indicated to comply with ASTM A 153/A 153M for
steel and iron hardware and with ASTM A 123/A 123M for other steel and iron products.

Shop prime iron and steel items not indicated to be galvanized unless they are to be embedded
in concrete, sprayed-on fireproofing, or masonry, or unless otherwise indicated.

1. Shop prime with universal shop primer unless zinc-rich primer is indicated.
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C.  Preparation for Shop Priming: Prepare surfaces to comply with requirements indicated below:
1. Exterior Items: SSPC-SP 6/NACE No. 3, "Commercial Blast Cleaning."
2. Items Indicated to Receive Zinc-Rich Primer: SSPC-SP 6/NACE No. 3, "Commercial
Blast Cleaning."
3. Other Items: SSPC-SP 3, "Power Tool Cleaning."
D.  Shop Priming: Apply shop primer to comply with SSPC-PA 1, "Paint Application Specification
No. 1: Shop, Field, and Maintenance Painting of Steel," for shop painting.

PART 3 - EXECUTION

3.1 INSTALLATION, GENERAL
A.  Cutting, Fitting, and Placement: Perform cutting, drilling, and fitting required for installing
metal fabrications. Set metal fabrications accurately in location, alignment, and elevation; with
edges and surfaces level, plumb, true, and free of rack; and measured from established lines and
levels.

B.  Fastening to In-Place Construction: Provide anchorage devices and fasteners where metal
fabrications are required to be fastened to in-place construction.

END OF SECTION 055000
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