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GENERAL NOTES - THIS SHEET
1. WATER SERVICE & BUILDING SEWER PIPING MUST BE

SEPARATED PER 2020 FLPC 603.2.

TAGGED NOTES - THIS SHEET
1 CW UP IN WALL TO PLUMBING FIXTURES. ENSURE

PIPING IS ON WARM SIDE OF INSULATION. PROVIDE
W/ BV-1 IN ACCESS PANEL, LOW ON WALL.

2 PROVIDE TEMPERING VALVE, TV-1, BELOW SINK. SET
TO 100°F.

TANKLESS WATER HEATER, WH-2, LOCATED ON WALL
BELOW SINK. ENSURE ADA CLEARANCES ARE
MAINTAINED. DRAIN TO FLOOR DRAIN IN AREA.
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3 2

4" WASTE
TO S.S.

CW DOWN IN WALL TO FREEZE-PROOF HOSE BIB.
ENSURE PIPING IS ON WARM SIDE OF INSULATION.
PROVIDE W/ BV-1 IN ACCESS PANEL, LOW ON WALL.
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FPHB

FPHB
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NOTE:
DRAIN, OIL/SEDIMENT
INTERCEPTOR, AND
WASTE ROUTING FOR
CARPORT BAY BY CIVIL.

1

3/4" CW BELOW GRADE
FROM METER AND SITE RPZ
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