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1 SCALE: 1/4" = 1'-0"

ELECTRICAL TRASH COMPACTOR PLAN

1. PANEL SHALL BE SERVICE ENTRANCE RATED EQUAL TO SQUARE D QO.
2. PC - CIRCUIT THROUGH PHOTOCELL LOCATED ON NORTH FACE OF BUILDING.

PANEL T LOAD SUMMARY
LOAD TYPE kVA

CONN.
DEM.
FACT.

kVA
DEM.

LOADS ON 60AMP MCB

LIGHTS (CONN. LOAD) 0.1 1.25 0.1

RECEPTACLES
1st 10 kVA 0.2 1.0 0.2

REMAINDER 0.0 0.5 0.0

TOTALS 0.3 0.3

TOTAL AMPS @ 208 V 3 PHASE 0.9

TAGGED NOTES - THIS SHEET
1 PROVIDE DISCONNECT & POWER AS SHOWN FOR

TRASH COMPACTOR. SEE RISER FOR DETAILS.
CONFIRM REQ'S W/ MANUFACTURERS INSTRUCTINOS.
FINAL CONNECTIONS BY E.C..

2 PROVIDE LOAD CENTER FOR AREA LIGHT &
RECEPTACLE CIRCUIT. SEE RISER FOR DETAILS.

3 EXTERIOR LIGHT FIXTURE CIRCUITED VIA PHOTOCELL.
SEE PANEL SCHEDULE.

TRASH COMPACTOR ENCLOSURE 3 PHASE, 4 WIRE

VOLTAGE: 208Y/120V PANEL: T SURFACE MOUNTED

AMPS: 60-MCB LOAD PER PHASE NEMA 3R

NOTES -DESCRIPTION- POLE WIRE
SIZE

BRK
SIZE

CKT
# A B C CKT

#
BRK
SIZE

WIRE
SIZE POLE -DESCRIPTION- NOTES

PC LTS: TRASH COMPACTOR 1 12 20 1 0.1 0 2 - - 1 SPACE
REC: NEXT TO PANEL 1 12 20 3 0.2 0 4 - - 1 SPACE
SPACE 1 - - 5 0 0 6 - - 1 SPACE

0.1 0.2 0.0
TOTAL CONNECTED kVA: 0.3 DEMAND kVA: 0.3

PANEL RMS SYM. AMPS: SEE RISER DEMAND AMPS: 0.9
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2 NO SCALE

ELECTRICAL COMPACTOR POWER RISER

RISER DIAGRAM NOTES:
1. E.C. TO VERIFY BREAKER AND WIRE SIZE REQUIREMENTS WITH EQUIPMENT NAMEPLATE BEFORE BEGINNING WORK.
2. PAD MOUNTED TRANSFORMER BY UTILITY.
3. SECONDARY CONDUCTORS SIZED, PROVIDED & INSTALLED BY E.C.. CONFIRM INSTALLATION W/ UTILITY BEFORE

BEGINNING WORK.
4. 200A METER BASE PER UTILITY REQUIREMENTS. METER BY UTILITY.
5. SERVICE ENTRANCE RATED WEATHERPROOF DISCONNECT SIZED AND FUSED AS INDICATED.
6. (4)#1/0 CU, 1-1/2" CONDUIT.
7. (4)#1/0 CU, 1 1/2" CONDUIT.
8. #6 CU MAIN GROUNDING ELECTRODE CONDUCTOR TO GROUNDING SYSTEM (SEE DETAIL).  BUILDING SHALL HAVE

ONE GROUNDING ELECTRODE SYSTEM.
9. PROVIDE PLACARD INDICATING AVAILABLE AIC FAULT CURRENT (NEC 110.24).
10. PROVIDE PLACARD INDICATING ARC-FLASH HAZARD AT PANEL(S)/DISCONNECT(S). (NEC 110.16)
11. UTILITY TRANSFORMER SPECS UNKNOWN AT TIME OF DESIGN COMPLETION. DESIGN IS BASED ON 65,000AIC. E.C. TO

VERIFY TRANSFORMER PROPERTIES WITH UTILITY PRIOR TO PURCHASING EQUIPMENT. IF TRANSFORMER AIC IS LESS
LOWER RATED EQUIPMENT MAY BE USED. IF HIGHER CONTACT ENGINEER. CIRCUIT BREAKERS WITH A LESSER LABELED
AIC RATING MAY BE USED IF THOSE BREAKERS ARE PAIRED WITH AN UPSTREAM BREAKER OR FUSE AS PART OF A UL
SERIES RATED COMBINATION. PAIRED DEVICES MUST BE IN ACCORDANCE WITH NEC 240.86. LABEL PER NEC 110.22(C).
CONFIRM W/ EQUIPMENT MFG BEFORE PURCHASE. E.C. TO PROVIDE FIELD INSPECTOR WITH MFG'S DOCUMENTATION
REGARDING UL SERIES RATING OF PAIRED BREAKERS/FUSES.

12. (4)#6 CU, 3/4" CONDUIT.
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