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1 SCALE: 3/32" = 1'-0"

FIRE ALARM FIRST FLOOR PLAN

TAGGED NOTES - THIS SHEET

1

3 PROVIDE HEAT DETECTOR WITHIN 24" OF SPINRKLER
HEAD. IF NO SPRINKLER HEAD PRESENT, OMIT AND
PROVIDE CREDIT TO OWNER. COORDINATE W/ FIRE
SPRINKLER CONTRACTOR, SPRINKLER HEAD SPECS,
AND HEAT DETECTOR SPECS TO ENSURE HEAT
DETECTOR WILL ACTIVATE PRIOR TO SPRINKLER HEAD.

2

4

5 PROVIDE SMOKE DETECTOR FOR ELEVATOR RECALL.

GENERAL FIRE ALARM NOTES
1. ALL CONDUIT AND WIRING TO BE CONCEALED WHEREVER

POSSIBLE. ANY WIRING THAT MUST BE EXPOSED IS TO BE
INSTALLED IN CONDUIT, INSTALLED IN A CLEAN & NEAT
MANNER AND ROUTED IN SUCH A WAY AS TO MINIMIZE
CONDUIT BEING VISIBLE.

PROVIDE ADDRESSABLE RELAY MODULE FOR DOOR
HOLDER OPERATION. ALL DOORS ACTIVATED VIA
SINGLE RELAY IN TELECOM ROOM. PROVIDE SMOKE
DETECTOR ON BOTH SIDES OF DOORWAY.

PROVIDE 120V WEATHERPROOF SPRINKLER ALARM
BELL FOR SPRINKLER RISER ROOM. E.C. TO WIRE VIA
FLOW SWITCH.
SEE ENLARGEMENT DRAWING OF THIS AREA.

SPRINKLER
RPZ. SEE SITE PLAN

FOR LOCATION
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