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GENERAL NOTES - THIS SHEET
1. ENSURE THAT ALL EXIT AND EMERGENCY LIGHTS ARE

CONNECTED TO LOCAL NORMALLY ON LIGHTING CIRCUIT
AND ARE WIRED UPSTREAM OF ALL SWITCHES,
CONTACTORS, AND SIMILAR.

1

2

FIXTURE TO BE WIRED VIA EMERGENCY LIGHTING
INVERTER. SEE DETAIL. TYPICAL OF "EMG-INV"
PROVIDE POWER FOR MAGNETIC DOOR LOCK. WIRE
VIA FIRE ALARM RELAY.

TAGGED NOTES - THIS SHEET

3 PROVIDE EXTERIOR TWO-WAY COMMUNICATION
SYSTEM CALL STATION. SEE DETAIL.

LIGHT FIXTURE TO BE MOUNTED UNDERNEATH STAIR
LANDING.

4

PROVIDE (2) 4" CONDUITS W/ PULL STRING BETWEEN
FIRST FLOOR AND THIRD FLOOR TELECOM ROOMS.
PROVIDE (3) 4" SLEEVES BETWEEN THIRD FLOOR AND
FOURTH FLOOR TELECOM ROOMS. SEE DETAIL.

7

PROVIDE FIRE RATED PLYWOOD FOR TELE/DATA
BOARD. PROVIDE #6 CU BONDING WIRE TO BUILDING
GROUNDING SYSTEM. SEE DETAIL.

AIR HANDLER UNIT TO BE WIRED VIA OUTDOOR UNIT.
E.C. TO INSTALL HIGH VOLTAGE WIRING. PROVIDE
LOCKABLE DISCONNECT AT OUTDOOR UNIT TO SERVE
AS AIR HANDLER DISCONNECT (LESS THAN 300
WATTS).
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(2) STACKED EMERGENCY LIGHTING INVERTERS. SEE
PANEL SCHEDULE AND RISER.
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SEE DRAWING THIS SHEET FOR ENLARGEMENT OF THIS
AREA.
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PROVIDE POWER FOR FIRE ALARM BATTERY EXTENDER
PANEL.
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11 PROVIDE POWER RECEPTACLE FOR TELE/DATA
EQUIPMENT. RECEPTACLE TO BE EQUAL TO PASS &
SEYMOUR SURGE PROTECTED ISOLATED GROUND
DUPLEX. COORDINATE EXACT LOCATION AND
REQUIREMENTS LOW VOLTAGE CONTRACTOR.
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11NOTE:
E.C. TO REVIEW LOW
VOLTAGE DRAWINGS AND
SPECS BEFORE BEGINNING
WORK.
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NOTE:
E.C. TO REVIEW LOW
VOLTAGE DRAWINGS AND
SPECS BEFORE BEGINNING
WORK.
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