
© Copyright 2021 - PLANWORX ARCHITECTURE, P.A. All rights reserved. Reproduction of this sheet, in whole or in part, is strictly prohibited. Plans may be used once by client. Unauthorized use strictly prohibited. PLANS NOT VALID FOR CONSTRUCTION W/O APPROPRIATE PROFESSIONAL SEALS.

4.  Planworx Architecture, P.A. will not assume any liability for expenses associated with errors and omissions on these drawings unless offset by verified construction savings as a result of planworx architecture, P.A. Design. 

6.  Planworx Architecture, P.A. is not responsible for estimating, maintaining, or regulating construction costs associated with these plans.

5.  Planworx Architecture, P.A. retains ownership of all of designs depicted and implied herein.

2.  Contractor is to notify architect immediately of conditions or items varying from depicted information. 

3.  Planworx Architecture, P.A. is not responsible for constructed variations from the information depicted. 

PROJECT NO:

CHECKED BY:

DRAWN BY:

1.   All drawings are to be coordinated with all site information by owner and contractor, and applicable codes.

SHEET TITLE:

SHEET NUMBER:

ZLT

002221

www.planworx.com

5711 SIX FORKS ROAD, SUITE 100

RALEIGH NC 27609

website

A R C H I T E C T U R E

708 ST. MARYS ST
RALEIGH, NC 27605

maple
ENGINEERING, pllc

plumbing mechanical electrical

LIC.#: P-0990
P:919-341-4247      F:919-890-3797

M5.10

MECHANICAL
MAINTENANCE PLAN

JAK

1 SCALE: 1/4" = 1'-0"

MECHANICAL MAINTENANCE PLAN
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2 EXHAUST UP TO ROOF CAP WITH INSECT SCREEN.
MAINTAIN 10' HORIZONTAL OR 3' VERTICAL CLEARANCE
FROM ALL BUILDING AIR INTAKES.

1 SUSPENDED INLINE EXHAUST FAN TO BE INSTALLED IN ATTIC
SPACE. ENSURE ALL MFG MAINTENANCE CLEARANCES
ARE MAINTAINED.

GENERAL NOTES - THIS SHEET
1. ENSURE THAT ALL SOURCES OF BUILDING EXHAUST ARE A

MINIMUM OF 10' HORIZONTALLY FROM OR A MINIMUM OF
3' ABOVE ANY AREA MECHANICAL OUTSIDE AIR INTAKES.

TAGGED NOTES - THIS SHEET

NOTE (VENTILATION CALCULATIONS):
MAINTENANCE BAY: 10' (H) * 292 SQFT = 2920 CUFT @ 10 ACH =
486 CFM
*500 CFM PROVIDED
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NATURAL VENTILATION CALCULATIONS
ROOM AREA (SQFT) OPERABLE OPENINGS (SQFT) PERCENTAGE OF TOTAL FLOOR

AREA (SQFT) REQUIRED OUTSIDE AIR (CFM)

MAINTENANCE BAY 292 77 26.4% 0

3 PACKAGED THROUGH THE WALL AC/ELECTRIC HEAT
UNIT TO BE INSTALLED LOW ON WALL. UNIT TO BE
INSTALLED MINIMUM 12" ABOVE FINISHED FLOOR.
COORDINATE EXACT INSTALLATION HEIGHT WITH G.C.
AND ARCHITECT. DRAIN CONDENSATE TO EXTERIOR
GRADE AWAY FROM FOOT TRAFFIC.
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