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TAGGED NOTES - THIS SHEET
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PROVIDE POWER & GFCI PROTECTION FOR POOL
PUMPS. PROVIDE WITH NEMA 4X RATED DISCONNECT
SWITCH. COORDINATE EXACT LOCATION & SPEC W/
G.C. & POOL CONTRACTOR BEFORE BEGINNING
WORK. FINAL CONNECTION BY E.C..

6

PROVIDE EMERGENCY "PUSH IN" POWER OFF SWITCH
FOR POOL PUMPS. VERIFY LOCATION W/ LOCAL AHJ.
WIRE TO SHUNT TRIP BREAKERS IN PANEL. SEE PANEL
SCHEDULE.
PROVIDE EMERGENCY PHONE RECEPTACLE. FIELD
VERIFY LOCATION W/ LOCAL AHJ.
PROVIDE POWER AND DATA FOR ELECTRONIC
PARCEL BOXES. COORDINATE EXACT LOCATION AND
REQUIREMENTS WITH G.C..
PROVIDE (2) 1" CONDUITS W/ CIRCUITS AS SHOWN TO
POOL FOR POOL LIGHTS AND OTHER POOLSIDE
EQUIPMENT. COORDINATE EXACT SIZE & LOCATIONS
W/ G.C. & POOL CONTRACTOR. CIRCUIT TO BE
CONTROLLED VIA TIME CLOCK.

7

ATTIC EXHAUST FAN TO BE WIRED FOR CONTINUOUS
OPERATION. COORDINATE W/ M.C..
CORROSIVE ENVIRONMENT (NEC 680.14). SEE
GENERAL NOTES SHEET E0.01.
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NOTE:
E.C. TO VERIFY EXACT
POOL EQUIPMENT
REQUIREMENTS WITH
EQUIPMENT SUPPLIER
BEFORE BEGINNING
WORK.

8 PROVIDE FIRE RATED PLYWOOD FOR TELE/DATA
BOARD. PROVIDE #6 CU BONDING WIRE TO BUILDING
GROUNDING SYSTEM.

9 PROVIDE (3) 4" CONDUITS W/ PULL STRING TO
TELE/DATA & CATV DEMARK POINTS FOR INCOMING
SERVICE. COORDINATE W/ G.C. AND OWNER.
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GENERAL NOTES - THIS SHEET
1. SEE PANEL SCHEDULES FOR GFI PROTECTION OF SOME

OUTLETS.
2. FINAL CONNECTION TO ALL EQUIPMENT/FURNITURE BY E.C..

10 METER AND WEATHERPROOF FUSED DISCONNECT.
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11 PROVIDE SERVICE RECEPTACLE AND SWITCHED LIGHT
FIXTURE IN ATTIC ADJACENT TO HVAC EQUIPMENT.
SWITCH TO BE PLACED AT ATTIC ACCESS.

11

11

F-35
F-35

F-35

F-35

F-9

30/3/FPN.GFI,WP

30/3/FPN.GFI,WP

30/3/FPN.GFI,WP

60/3/FPN

30/2/FPN

30/2/FPN

60/3/FPN,WP

30/2/FPN,WP

12 PROVIDE (2) 4" CONDUITS AND (1) 2" CONDUIT OUT
FOR SITE DISTRIBUTION TO RESIDENTIAL BUILDINGS.
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13 PROVIDE (1) 2" CONDUIT AND (1) 1" CONDUIT TO
ROOF FOR SATELLITE.
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FIRE RATING LEGEND
1-HR WALL

* POOL EQUIPMENT AND CHEM.
STOR. CEILINGS ARE 1-HR RATED
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14 PROVIDE DEDICATE POWER CIRCUIT FOR FITNESS
EQUIPMENT.
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15 PROVIDE JUNCTION BOX AND CONDUIT FOR
SECURITY CAMERA. COORDINATE EXACT BOX
LOCATION AND CONDUIT TERMINATION POINTS WITH
G.C. AND LOW VOLTAGE CONTRACTOR.
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16 PROVIDE CONDUIT AND POWER FOR CARD READER
AND/OR DOOR LOCK. COORDINATE EXACT
LOCATIONS AND DETAILS WITH G.C..
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17 PROVIDE JUNCTION BOX AND CONDUIT FOR
SPEAKER. COORDINATE EXACT BOX LOCATION AND
CONDUIT TERMINATION POINTS WITH G.C. AND LOW
VOLTAGE CONTRACTOR.
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18 PROVIDE JUNCTION BOX AND CONDUIT FOR A/V
TOUCH PANEL CONTROLS. COORDINATE EXACT BOX
LOCATION AND CONDUIT TERMINATION POINTS WITH
G.C. AND LOW VOLTAGE CONTRACTOR.
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19 PROVIDE DATA OUTLET FOR WIRELESS ACCESS POINT.
COORDINATE EXACT LOCATION AND REQUIREMENTS
WITH LOW VOLTAGE CONTRACTOR.
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20 PROVIDE 2" CONDUIT UNDER SLAB AS SHOWN FOR
FLOOR MOUNTED TELE/DATA OUTLETS. COORDINATE
WITH LOW VOLTAGE CONTRACTOR.
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NOTE:
E.C. TO REVIEW LOW
VOLTAGE DRAWINGS AND
SPECS BEFORE BEGINNING
WORK.

21 PROVIDE POWER RECEPTACLE FOR ACCESS
CONTROL EQUIPMENT. RECEPTACLE TO BE EQUAL TO
PASS & SEYMOUR SURGE PROTECTED ISOLATED
GROUND DUPLEX. COORDINATE EXACT LOCATION
AND REQUIREMENTS LOW VOLTAGE CONTRACTOR.
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22 PROVIDE POWER RECEPTACLE FOR TELE/DATA
EQUIPMENT. RECEPTACLE TO BE EQUAL TO PASS &
SEYMOUR SURGE PROTECTED ISOLATED GROUND
DUPLEX. COORDINATE EXACT LOCATION AND
REQUIREMENTS LOW VOLTAGE CONTRACTOR.

23 PROVIDE POWER RECEPTACLE FOR A/V EQUIPMENT.
RECEPTACLE TO BE EQUAL TO PASS & SEYMOUR
SURGE PROTECTED ISOLATED GROUND DUPLEX.
COORDINATE EXACT LOCATION AND REQUIREMENTS
LOW VOLTAGE CONTRACTOR.
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F-32F-3 F-3F-34 F-36

24 PROVIDE QUAD POWER RECEPTACLE FOR SECURITY
EQUIPMENT. RECEPTACLES TO BE EQUAL TO PASS &
SEYMOUR SURGE PROTECTED ISOLATED GROUND
DUPLEX. COORDINATE EXACT LOCATION AND
REQUIREMENTS LOW VOLTAGE CONTRACTOR.
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25 PROVIDE FLOOR BOX WITH POWER, DATA, AND TV
CONNECTION. COORDINATE EXACT FLOOR BOX
SELECTION WITH OWNER.
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TAGGED NOTES - THIS SHEET

26 PROVIDE EMPTY 2" CONDUIT W/ PULL STRING TO
POOL ACCESS GATES FOR ELECTRONIC ACCESS
CONTROL DEVICE(S). COORDINATE WITH LOW
VOLTAGE CONTRACTOR.
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