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1 SCALE: 1/4" = 1'-0"

MECHANICAL CLUBHOUSE PLAN
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NOTE (VENTILATION CALCULATIONS):
POOL EQUIPMENT: 10' (H) * 108 SQFT = 1080 CUFT @ 10 ACH =
180 CFM
*200 CFM PROVIDED

CHEMICAL STORAGE: 10' (H) * 12 SQFT = 120 CUFT @ 10 ACH =
20 CFM
*50 CFM PROVIDED
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6 EXHAUST UP TO ROOF CAP WITH INSECT SCREEN.
MAINTAIN 10' HORIZONTAL OR 3' VERTICAL CLEARANCE
FROM ALL BUILDING AIR INTAKES.

6

5 SUSPENDED INLINE EXHAUST FAN TO BE INSTALLED IN ATTIC
SPACE. ENSURE ALL MFG MAINTENANCE CLEARANCES
ARE MAINTAINED.

4

4 DOOR W/ WEATHERPROOF LOUVER AND INSECT SCREEN
BY G.C.. LOUVER TO HAVE MINIMUM FREE AREA OF 215
SQIN.
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HEAT PUMP TO BE INSTALLED ON EQUIPMENT PAD.
COORDINATE EXACT LOCATION AND PAD W/ G.C..
ENSURE ALL MFG REQUIRED CLEARANCES ARE
MAINTAINED.

AIR HANDLER INSTALLED IN ATTIC ON MECHANICAL
PLATFORM. ENSURE AH IS POSITIONED SO THAT REQ'D
MAINTENANCE CLEARANCES ARE MAINTAINED. SEE
DETAIL.

SUPPLY/RETURN DUCTWORK INSTALLED IN ATTIC SPACE.
COORDINATE DUCT ROUTING W/ AREA TRUSSES.
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GENERAL NOTES - THIS SHEET
1. ENSURE THAT ALL SOURCES OF BUILDING EXHAUST ARE A

MINIMUM OF 10' HORIZONTALLY FROM OR A MINIMUM OF
3' ABOVE ANY AREA MECHANICAL OUTSIDE AIR INTAKES.

TAGGED NOTES - THIS SHEET
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7 RECESSED UNIT HEATER TO BE INSTALLED LOW ON WALL
(12" AFF). COORDINATE EXACT LOCATION W/ AREA
EQUIPMENT AND G.C..

8Ø

10Ø

10Ø

10Ø

14Ø

AH-5

6Ø

MECH.

MECH.

101

103

105

104

102

100

106

107

MDF ROOM

POOL/CHEM

CLOSET

STORAGE
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8 INSTALL OUTSIDE AIR INTAKE GRILLE IN OVERHANG
CEILING. TURN BLADES TO FACE WALL. ENSURE 10'
MINIMUM CLEARANCE IS MAINTAINED FROM ALL
BUILDING EXHAUST.
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9 MINIMUM 30X22 ATTIC ACCESS HATCH IN CEILING BY
G.C..
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12Ø, OA 12Ø, OA 12Ø, OA

12Ø, OA DOWN TO RETURN DUCT
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