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GENERAL NOTES - THIS SHEET
1. WATER SERVICE AND BUILDING SEWER PIPING MUST BE

SEPARATED PER 2020 FLPC 603.2.
2. SEE UNIT PLANS, ADDITIONAL FLOOR/LEVEL PLANS, AND

RISERS FOR CONTINUATION OF PIPING.
3. SEE RISERS FOR STACK DESIGNATIONS AND DIMENSIONS.
4. PROVIDE WALL CLEANOUTS AT THE BASE OF ALL WASTE

AND STORM STACKS.

TAGGED NOTES - THIS SHEET

3 PROVIDE FLOOR DRAIN IN RISER ROOM. PROVIDE
TRAP PRIMER FROM AREA CW LINE. VENT IN WALL TO
TIE INTO AREA APARTMENT VENT.

1 CW MAIN UP BELOW SLAB IN AREA TO MANIFOLD TO
SERVE APARTMENT UNITS. DASHED LINES TO BE BELOW
SLAB. SEE DETAIL. PROVIDE EACH LINE WITH BV-1.

2 CW UP IN WALL IN AREA OF WATER RISER. CW LINE TO
SERVE MULTIPLE WATER RISERS. PROVIDE MAIN BV-1.
CONTINUE TO OTHER WATER RISERS IN AREA.

4 SEE UNIT PLANS FOR FIXTURE DESIGNATIONS.

5 CW UP FROM BELOW SLAB .

6 CW DOWN IN WALL TO BELOW SLAB .

9 ELEVATOR SUMP PUMP HIGH WATER ALARM . INSTALL
PER MANUFACTURER'S INSTRUCTIONS. COORDINATE
W/ E.C..

10 3" CW BELOW GRADE FROM SITE METER AND RPZ.

NOTE:
BUILDING WASTE LINES TO
BE CENTERED IN CORRIDOR
TO AVOID BEARING PLANE
OF FOOTINGS. SEE DETAIL.

11 PROVIDE RECESSED LOW VOLTAGE AV ALARM 96"
ABOVE FINISHED FLOOR. ALARM  TO BE WIRED VIA
SUMP PUMP PANEL.

12 RECTANGULAR CONDUCTOR TO TRANSITION INTO
CIRCULAR CONDUCTOR BEFORE GOING BELOW
GRADE. SEE CIVIL PLANS.

7 ELEVATOR SUMP PUMP DISCHARGE UP TO
OVERHEAD. ROUTE TO STANDPIPE IN STORAGE ROOM.

8 ELEVATOR SUMP PUMP DISCHARGE DOWN ALONG
WALL TO INDIRECT CONNECTION AT 4" STANDPIPE.
PROVIDE STANDPIPE. DISCHARGE TO CONTINUE TO
STORM.
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NOTE:
CONFIRM EXACT SIZE,
LOCATION, INVERT, &
DIRECTION OF UTILITY
CONNECTIONS BEFORE
BEGINNING WORK.

NOTE:
CONFIRM EXACT SIZE,
LOCATION, INVERT, &
DIRECTION OF UTILITY
CONNECTIONS BEFORE
BEGINNING WORK.

NOTE:
CONFIRM EXACT SIZE,
LOCATION, INVERT, &
DIRECTION OF UTILITY
CONNECTIONS BEFORE
BEGINNING WORK.
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13 ELEVATOR IS TRACTION TYPE.

13

14 COORDINATE CONNECTION TO AREA STORM SYSTEM
WITH CIVIL PLANS.
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